November 10, 2022

ADDENDUM NO.: ONE

TO ALL BIDDERS:

REFERENCE: IFB No: 2023-1FB-1011222
Dated: October 18, 2022
Commodity: Community Lab School HVAC Replacement
IFB Closing On: November 22, 2022 at 2 PM

Please note the clarifications and/or changes made to this solicitation:

1) Replace drawing M1.1 with new Revised drawing dated “ 11-10-22 Demo Changes”
2) Pre-Bid list of attendees

A signed acknowledgement of this addendum must be received by this office either prior to the bid due date and
hour or attached to your bid. Signature on this addendum does not constitute your signature on the original bid
document. The original bid document must be signed also.

Sincerely,

Chris Beahm
Senior Procurement Specialist
Phone: (434-296-5854)

Name of Firm Signature/Title

Date Printed Name
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GENERAL ELECTRICAL DEMOLITION NOTES

A.  THE CONTRACTOR SHALL VISIT THE SITE AND INSPECT THE ELECTRICAL
SYSTEMS TO DETERMINE THE EXTENT OF THE DEMOLITION WORK REQUIRED AND
INCLUDE PRICE FOR SAME IN BID.

ELECTRICAL DEMOLITION WORK SHALL COORDINATE WITH HVAC DEMOLITION WORK.
CONTRACTOR SHALL DE—ENERGIZE ALL CIRCUITS ASSOCIATED WITH EQUIPMENT
BEING REMOVED BEFORE STARTING DEMOLITION. LOCK OUT AND TAG OUT ALL
DE—ENERGIZED CIRCUITS TO PREVENT FROM ACCIDENTAL RE—ENERGIZATION.

ALL FIXTURES, DEVICES AND EQUIPMENT SHOWN DASHED AND ASSOCIATED WIRING
SHALL BE REMOVED.

1. REMOVE ALL WIRE AND CONDUIT BACK TO SOURCE, UNLESS OTHERWISE
NOTED.

2. CUT CONDUIT FLUSH WITH FLOOR AND SEAL FLUSH WITH FLOOR WHERE
CONDUIT IS STUBBED UP ABOVE FLOOR. ABANDON THE REST OF THE
CONDUIT RUN IN PLACE. REMOVE ALL WIRE BACK TO SOURCE.

3. REMOVE ALL SURFACE RACEWAY, PLUGMOLD AND WIRE BACK TO SOURCE.

4. CONTRACTOR MAY REUSE EXISTING CONDUIT AS HIS OPTION IF CONDUIT IS
THE PROPER SIZE PER THE NEC.

5. PROVIDE BLANK COVER PLATES TO MATCH EXISTING FOR UNUSED BOXES.

B MAINTAIN ALL PRESENT EMERGENCY LIGHT CIRCUITING. WHERE FIXTURE IS

43x16 RELIEF
LOUVER TO
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CONNECTED IN NEW LOCATION, EXTEND CONDUIT AND WIRING AS REQUIRED.

C.  THE EXISTING CIRCUIT NUMBERS SHOWN ON THESE DRAWINGS WERE TAKEN FROM THE
OLD DRAWINGS. THE CIRCUITS SHOWN MAY NOT BE CORRECT. EXCEPT FOR NEW CIRCUITS
AS SHOWN, IT IS THE INTENT OF THIS JOB TO USE THE SAME CIRCUITS FOR NEW
EQUIPMENT AS WERE USED FOR THE EXISTING EQUIPMENT REMOVED IN THE SAME
GENERAL AREA. MAINTAIN PROPER CIRCUIT LOADING PER THE NEC. VERIFY
VOLTAGE, RECIRCUIT AS REQUIRED WHERE CONFLICTS OCCUR.

D.  ALL ELECTRICAL ITEMS DESIGNATED "ETR"(EXISTING TO REMAIN) SHALL
REMAIN DURING DEMOLITION AND SHALL BE PROTECTED FROM DAMAGE.

E. PROVIDE NEW PANEL DIRECTORIES FOR ALL PANELS ASSOCIATED WITH THIS
WORK. SHOW ROOM NUMBERS AS ASSIGNED BY OWNER TO ROOMS AND NOT
ARCHITECTURAL DRAWING ROOM NUMBERS. TRACE OUT ALL CIRCUITS ASSOCIATED
WITH THE PANELS AND MARK THE NEW DIRECTORIES CORRECTLY AND WITH THE
NEW ROOM NUMBERS.

F.  PAINT ALL NEW EXPOSED CONDUITS INSIDE AND QUTSIDE BUILDING.

ELECTRICAL DEMOLITION NOTES

REMOVE ALL ELECTRICAL ASSOCIATED WITH EXISTING AIR HANDLING UNIT BEING REMOVED.
REMOVE ALL ASSOCIATED WIRE AND CONDUIT BACK TO SOURCE. TURN OFF AND MARK ALL
UNUSED BREAKERS AS SPARE.

REMOVE ALL ELECTRICAL ASSOCIATED WITH EXISTING HEAT PUMP BEING REMOVED. REMOVE
ALL ASSOCIATED WIRE AND CONDUIT BACK TO SOURCE. TURN OFF AND MARK ALL UNUSED
BREAKERS AS SPARE.

REMOVE ALL ELECTRICAL ASSOCIATED WITH EXISTING AIR COOLED CONDENSER UNIT BEING
REMOVED. REMOVE ALL ASSOCIATED WIRE AND CONDUIT BACK TO SOURCE. TURN OFF AND
MARK ALL UNUSED BREAKERS AS SPARE.

ELECTRICAL NEW WORK NOTES

(1) REPLACE (1) 30A/2P BREAKER AND (1) 25A/2P BREAKER IN PANEL °LP1* THAT BECAME
SPARE BY REMOVING EXISTING 'HP#2’ AND 'AHU#2" WITH (1) 35A/2P BREAKER AND
(1) 40A/2P BREAKER FOR CONNECTION TO NEW 'AHU'. SEE NOTES #7 AND #B8 BELOW.
EXISTING PANEL 'LP1" IS 'SQUARE-D, SERIES E2, 100A MLO, 120/208V, 38, 4W.
TOTAL LOAD REMOVED FROM PANEL LP1: 22.5 KW (SEE BREAKDOWN BELOW)
AHU#1 ELECTRIC HEAT — 7.5 KW, AHU#1 FAN — 1.1 KW, HP#1 CONDENSER — 5.6 KW
AHU#2 ELECTRIC HEAT — 3.4 KW, AHU#2 FAN — 1.1 KW, HP#2 CONDENSER — 3.8 KW
TOTAL LOAD ADDED BACK TO PANEL LP1: 18.2 KW (SEE BREAKDOWN BELOW)
HP — 6 KW (MCA = 36. SEE SCHEDULE ON M1.2), AHU — 12.2 KW (MCA = 33.9, 39.5.
SEE SCHEDULE ON M1.2).

(2) PROVIDE A 60A/208V/2P /3R, FUG4OA HEAVY DUTY DISCONNECT SWITCH FOR NEW 'HP’
AND CONNECT TO EXISTING 45A/2P BREAKER IN PANEL 'LP1’ THAT BECAME SPARE BY
REMOVING EXISTING ’AHU#! HEATER’. USE (2) #8, (1) #10 G, 3/4" C.

(3) EXISTING PANEL IS LABELED 'A’ ON THE OUTSIDE AND ‘B’ IN THE PANEL DIRECTORY.
CONTRACTOR SHALL VERIFY ALL EXISTING PANEL LABELS AND PROVIDE CORRECT LABEL
ON THIS PANEL. ENSURE SOURCE BREAKER IS ALSO LABELED CORRECTLY. FOR THE
PURPOSE OF THIS DRAWINGS, THIS PANEL IS CALLED 'B’.
REPLACE EXISTING 35A/3P BREAKER IN PANEL ‘B’ THAT BECAME SPARE BY REMOVING
EXISTING "ACC’ WMITH A NEW 80A/3P BREAKER FOR CONNECTION TO NEW 'RTU’. EXISTING
PANEL 'B' IS "SQUARE D, NQOD, 225A MLO, 120/208V, 3@, 4W. SEE NOTE #4 BELOW.
NEW WIRING SHALL BE RUN EXPOSED IN THE STORAGE ROOM BEHIND PANEL 'B’. POKE
THROUGH BLOCK WALL TO CONNECT TO PANEL 'B’. PROVIDE UL LISTED FIRE STOPPING
TO MAINTAIN RATING OF ASSEMBLY — TYPICAL FOR ALL PENETRATIONS.

(@) PROVIDE A 100A/208V/3P /3R, FU@BOA HEAVY DUTY DISCONNECT SWITCH FOR NEW ‘RTU’
AND CONNECT TO NEW 80A/3P BREAKER INSTALLED IN PANEL 'B’. SEE NOTE #3 ABOVE.
USE (3) #4, (1) #8 G, 1" C.

(5) PROVIDE WEATHER PROOF DUCT SMOKE DETECTOR IN THE RETURN DUCT OF ‘RTU’. WIRE
SO THAT A SINGAL WILL BE SENT TO FACP AND THE UNIT WILL SHUT DOWN UPON
DETECTION OF SMOKE. NEW DUCT SMOKE DETECTOR SHALL BE COMPATIBLE WITH EXISTING
"SIEMENS FC922 ADDRESSABLE FACP'. NEW WIRING SHALL MATCH EXISTING. RUN IN CONDUIT
WHERE EXPOSED.

(6) PROVIDE A 20A, 120V AC GFI RECEPTACLE WITH CAST ALUMINUM 'WHILE IN USE’
WEATHERPROOF ENCLOSURE AND CONNECT TO NEAREST RECEPTACLE CIRCUIT. USE (2) #12,
(1) #12 G, 3/4” C. MOUNT AT 24" AFF.

{7) PROVIDE A 60A/208V/2P /3R, FU@35A HEAVY DUTY DISCONNECT SWITCH FOR NEW 'AHU —
CIRCUIT #1’ AND CONNECT TO NEW 35A/2P BREAKER IN PANEL 'LP1. USE (2) #8, (1) #10 G,
3/4" C. SEE NOTE #1 ABOVE. COORDINATE EXACT LOCATION OF DISCONNECT SWITCH ON SITE
WITH 'AHU" AND ASSOCIATED DUCT WORK. MAINTAIN ALL NEC CLEARANCES.

PROVIDE A 60A/208V/2P /3R, FU@40A HEAVY DUTY DISCONNECT SWITCH FOR NEW 'AHU —
CIRCUIT #2° AND CONNECT TO NEW 40A/2P BREAKER IN PANEL 'LP1’. USE (2) #8, (1) #10 G,
3/4" C. SEE NOTE #1 ABOVE. COORDINATE EXACT LOCATION OF DISCONNECT SWITCH ON SITE
WITH 'AHU" AND ASSOCIATED DUCT WORK. MAINTAIN ALL NEC CLEARANCES.

WIRING METHODS FOR EXISTING BUILDING
SHALL BE AS FOLLOWS, U.O.N.

1. EXISTING BLOCK WALLS IN FINISHED AREAS — METALLIC SURFACE RACEWAY,
PAINT TO MATCH ADJACENT SURFACES.

2. EXISTING BLOCK WALLS IN UNFINISHED AREAS SUCH AS MECH. AND EQUIP. ROOMS -
EXPOSED CONDUIT PAINTED TO MATCH ADJACENT SURFACES.

3. EXISTING STUD WALLS — FISH THROUGH OR CUT AND PATCH AS REQUIRED,
PAINT TO MATCH ADJACENT SURFACES.
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FLOOR PLAN - HVAC - DEMOLITION

SCALE : 1/8" = 1'-0"

CONTRACTOR SHALL PROTECT ALL FLOORS
HARDWARE, WALLS, DOORS, FINISHES, SIDEWALKS,
ETC. FROM DAMAGE BEFORE STARTING WORK. PROVIDE
DIGITAL PICTURES OF EXISTING FINISHES BEFORE
START OF WORK TO VERIFY DAMAGE CLAIMS.

REPAIRS TO EXISTING WORK SHALL BE AT
CONTRACTOR’S EXPENSE.

NOTIFY OWNER IMMEDIATELY OF ANY DAMAGE.
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ROCKECHARLIE
AND PRINCE, INC.

CONSULTING MECHANICAL
AND ELECTRICAL ENGINEERS

10150 STAPLES MILL ROAD
SUITE A
GLEN ALLEN, VA 23060
PHONE: (804) 262-7323
WebSite: www.srpeng.com
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THE SCHOOL BOARD OF ALBEMARLE COUNTY, VIRGINIA
BUILDING SERVICES
PRE-BID CONFERENCE ATTENDEES

Project: HVAC Replacement Location; Community Lab School
Date: Tuesday, November 8, 2022, 10:00 a.m.
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