
D-29
D-48

D-47

D-46 D-49

D-50

D-3

GRE-9

FRONT
OFFICE

OFFICE

OFFICE

WORK
ROOM

OFFICE

CLINIC

VAULT

OFFICE

CONFERENCE

OFFICE

OFFICE

OFFICE

OFFICE

OFFICE

OFFICE

CLASS
ROOM

CLASS
ROOM

CLASS
ROOM

CLASS
ROOM

CLASS
ROOM

CLASS
ROOM

CLASS
ROOMCLASS

ROOM

CLASS
ROOM

CLASS
ROOM

205

CLASS
ROOM

205

CLASS
ROOM

204

CLASS
ROOM

203

CLASS
ROOM

202
CLASS
ROOM

201

MEDIA
CENTER

MECHANICAL
ROOM

OFFICE

BOY
TOILET

GIRL
TOILET

JC

STORAGE

BOY
TOILET

BOY
TOILET

GIRL
TOILET

GIRL
TOILET

JC

JC

WORK
ROOM

TEACHER
LOUNGE

WORK
ROOM

OFFICEOFFICE

BOY
TOILET

GIRL
TOILET

KITCHEN

MULTI-PORPOSE
ROOM

STAGE

STO
R
AG

E

PLAN
NORTH

PROJECT SITE

MARY CARR GREER ELEMENTARY SCHOOL
190 LAMBS LANE, CHARLOTTESVILLE, VIRGINIA, 22901

US-250

US-29

H
Y
D

R
A
U

LI
C

 R
D

BARRACKS RD

SIMMONS, ROCKECHARLIE & PRINCE
MEP Engineers

10150 Staples Mill Road 
Suite A
Henrico, Virginia 23060
v 804.262.7323 THE SCOPE OF THIS PROJECT INCLUDES IN-KIND REPLACEMENT OF TOILET ACCESSORIES AND 

PLUMBING FIXTURES,  INSTALLATION OF NEW WALL AND FLOOR TILES, AND RE-USE OF EXISTING 
TOILET COMPARTMENTS IN RESTROOMS AT MARY CARR GREER ELEMENTARY ELEMENTARY 
SCHOOL.

WHERE EXISTING ROOM DIMENSIONS AND FIXTURE LOCATIONS AND SPACING ALLOW, ADAAG 
AND ICC/ANSI ARE MET. THE INTENT OF THIS PROJECT IS NOT A COMPLETE RESTROOM 
REPLACEMENT NOR A COMPREHENSIVE BUILDING-WIDE ANALYSIS OF CODE/ADAAG 
COMPLIANCE.
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DASHED LINES INDICATE EXISTING ELEMENTS 
TO BE  DEMOLISHED DURING CONSTRUCTION. 
REFER TO SHEET KEYNOTES FOR ELEMENTS 
TO BE REMOVED AND REINSTALLED.
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TO REMAIN

PNT-1: DOOR AND FRAME COLOR, 3RD GRADE:  MATCH EXISTING

PNT-2: DOOR AND FRAME COLOR, 4TH GRADE:  MATCH EXISTING

PNT-3: DOOR AND FRAME COLOR, 5TH GRADE:  MATCH EXISTING
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ABBREVIATIONS GRAPHIC SYMBOLS

A/E ARCHITECT / ENGINEER

ABV ABOVE

ACCESS ACCESSIBLE

AD AREA DRAIN

ADA AMERICANS WITH DISABILITIES ACT

ADJ ADJACENT/ADJUST

AFF ABOVE FINISHED FLOOR

ALT ALTERNATE

ALUM ALUMINIUM

APPROX APPROXIMATE(LY)

ARCH ARCHITECT(URAL, URE)

ASSOC ASSOCIATED

AUTO AUTOMATIC

BBT BIO-BASED TILE

BD BOARD

BLDG BUILDING

BLKG BLOCKING

BLKHD BULKHEAD

BTWN BETWEEN

CEM CEMENT

CJ CONTROL JOINT

CL CENTER LINE

CLR CLEAR(ANCE)

CONC CONCRETE

COND CONDITION

CONST CONSTRUCTION

CONT CONTINUOUS

COORD COORDINATE

CORR CORRIDOR

CT CERAMIC TILE

CTR CENTER

DEG DEGREE

DEMO DEMOLISH, DEMOLITION

DETER DETERIORATING, DETERIORATED

DF DRINKING FOUNTAIN

DIA DIAMETER

DIM(S) DIMENSION(S)

DN DOWN

DR DOOR, DRAIN

DTL DETAIL

DWG(S) DRAWING(S)

E-P EPOXY PAINT

EA EACH
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PLAS PLASTER

PLWD PLYWOOD

PNL PANEL(ED)

PSF POUNDS PER SQUARE FOOT

PTD PAINTED

PVC POLYVINYL CHLORIDE

PWT PORCELAIN WALL TILE
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GREER ELEMENTARY SCHOOL - KEY PLAN OF MAIN FLOOR

TYPICAL TOILET COMPARTMENT LAYOUTS 3/8" = 1'-0"

TOILET BATH LAUNDRY ACCESSORY MOUNTING HEIGHTS 3/8" = 1'-0"
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GENERAL NOTES

G1 PERFORM WORK IN ACCORDANCE WITH APPLICABLE LAWS, ORDINANCES, 
CODES, AND REQUIREMENTS. GC SHALL OBTAIN ALL PERMITS AND 
APPROVALS AS REQUIRED FOR THE COMPLETION OF THE WORK BY THE 
AUTHORITY HAVING JURISDICTION.

G2 FIELD VERIFY ALL CONDITIONS AND DIMENSIONS. REVIEW CONTRACT 
DOCUMENTS. NOTIFY THE ARCHITECT OF ANY DISCREPANCIES OR OMISSIONS 
IN WRITING PRIOR TO COMMENCEMENT OF THE WORK. PROCEED AFTER 
RECEIPT OF DIRECTION FROM THE ARCHITECT.

G3 DIMENSIONS ARE TO THE FINISH FACE UNLESS OTHERWISE NOTED.

G4 ALL WORK IS NEW UNLESS INDICATED OTHERWISE.

G4 REFER TO TYPICAL COMPARTMENT LAYOUTS FOR ALL TOILET ACCESSORY 
INSIDE TOILET COMPARTMENTS.

NOTE:  
PRIOR TO BEGINNING DEMOLITION 
WORK, INSTALL NEW SHUT-OFF 
VALVES ON HOT AND COLD WATER 
SUPPLY PIPING TO RESTROOMS IN A 
LOCATION THAT ALLOWS ISOLATION 
OF RESTROOMS FROM BUILDING 
WATER SUPPLY. THIS WILL ALLOW ALL 
WORK TO OCCUR WITHIN RESTROOMS 
WITHOUT WHOLE-BUILDING WATER 
SUPPLY SHUT-DOWNS.
LOCATION OF NEW SHUT-OFF VALVES 
SHALL BE COORDINATED WITH 
OWNER AND BUILDING FACILITY 
MANAGER. PROVIDE QUARTER-TURN 
VALVE WITH SOLDERED CONNECTION 
TO EXISTING 3/4" COPPER PIPING. 
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NOTE:  
PRIOR TO BEGINNING DEMOLITION 
WORK, INSTALL NEW SHUT-OFF 
VALVES ON HOT AND COLD WATER 
SUPPLY PIPING TO RESTROOMS IN A 
LOCATION THAT ALLOWS ISOLATION 
OF RESTROOMS FROM BUILDING 
WATER SUPPLY. THIS WILL ALLOW ALL 
WORK TO OCCUR WITHIN RESTROOMS 
WITHOUT WHOLE-BUILDING WATER 
SUPPLY SHUT-DOWNS.
LOCATION OF NEW SHUT-OFF VALVES 
SHALL BE COORDINATED WITH 
OWNER AND BUILDING FACILITY 
MANAGER. PROVIDE QUARTER-TURN 
VALVE WITH SOLDERED CONNECTION 
TO EXISTING 3/4" COPPER PIPING. 
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NOTE:  
PRIOR TO BEGINNING DEMOLITION 
WORK, INSTALL NEW SHUT-OFF 
VALVES ON HOT AND COLD WATER 
SUPPLY PIPING TO RESTROOMS IN A 
LOCATION THAT ALLOWS ISOLATION 
OF RESTROOMS FROM BUILDING 
WATER SUPPLY. THIS WILL ALLOW ALL 
WORK TO OCCUR WITHIN RESTROOMS 
WITHOUT WHOLE-BUILDING WATER 
SUPPLY SHUT-DOWNS.
LOCATION OF NEW SHUT-OFF VALVES 
SHALL BE COORDINATED WITH 
OWNER AND BUILDING FACILITY 
MANAGER. PROVIDE QUARTER-TURN 
VALVE WITH SOLDERED CONNECTION 
TO EXISTING 3/4" COPPER PIPING. 
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NOTE:  
PRIOR TO BEGINNING DEMOLITION 
WORK, INSTALL NEW SHUT-OFF 
VALVES ON HOT AND COLD WATER 
SUPPLY PIPING TO RESTROOMS IN A 
LOCATION THAT ALLOWS ISOLATION 
OF RESTROOMS FROM BUILDING 
WATER SUPPLY. THIS WILL ALLOW ALL 
WORK TO OCCUR WITHIN RESTROOMS 
WITHOUT WHOLE-BUILDING WATER 
SUPPLY SHUT-DOWNS.
LOCATION OF NEW SHUT-OFF VALVES 
SHALL BE COORDINATED WITH 
OWNER AND BUILDING FACILITY 
MANAGER. PROVIDE QUARTER-TURN 
VALVE WITH SOLDERED CONNECTION 
TO EXISTING 3/4" COPPER PIPING. 
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DASHED LINES INDICATE EXISTING CONSTRUCTION TO BE REMOVED U.I.O., 
REMOVAL OF PARTITIONS INCLUDES REMOVAL OF ALL ITEMS FIXED TO 
PARTITIONS (DOORS, CASEWORK, ELECTRICAL, PLUMBING, ETC.). EXTENT 
OF SELECTIVE DEMOLITION SHALL BE AS REQUIRED FOR INSTALLATION OF 
NEW WORK. EXISTING WORK TO REMAIN, IF DAMAGED BY DEMOLITION 
OPERATIONS, SHALL BE REPAIRED TO MATCH ORIGINAL SURFACE CONDITION 
OR AS INDICATED IN THE DRAWINGS.

ALL CEILING FINISHES ARE TO REMAIN UNLESS NOTED OTHERWISE.

TYPICAL DEMO/REMOVE AND REINSTALL SCOPE AT RESTROOM UNLESS NOTED 
OTHERWISE: 

PLUMBING FIXTURES (TOILETS, URINALS): DEMOLISH TOILETS, URINALS, 
LAVATORIES, AND FAUCETS.  EXPOSED VALVES, SUPPLY AND WASTE 
PIPING SHALL BE DEMOLISHED AS REQUIRED TO INSTALL NEW WORK. 
DEVICES, ALARMS, SENSORS, SURFACE RACE WAYS, RECEPTACLE AND 
SWITCH PLATES, DOOR STOPS, WALL  MOUNTED LIGHT FIXTURES:
REMOVE AND PROTECT DURING WORK. REINSTALL AFTER FINISH WORK 
IS COMPLETE. PROVIDE JUNCTION BOX EXTENDERS AS REQUIRED TO 
ACCOMODATE NEW FINISHES. INSTALL BLANK COVER PLATES AT UNUSED 
JUNCTION BOXES. SURFACE MOUNTED JUNCTION BOXES AND RACEWAY 
SHALL REMAIN SURFACE MOUNTED UNLESS NOTED OTHERWISE.
WORK RELATED TO FIRE ALARM SYSTEMS SHALL BE PERFORMED BY A 
CONTRACTOR QUALIFIED TO PERFORM SUCH WORK.
TOILET PARTITIONS: REMOVE AND PROTECT ALL EXISTING TOILET & 
URINAL PARTITIONS UNLESS NOTED OTHERWISE FOR REINSTALLATION.
TOILET ACCESSORIES: REMOVE ALL SOAP DISPENSERS, TOILET PAPER 
DISPENSERS, PAPER TOWEL DISPENSERS, HAND DRYERS, SANITARY 
NAPKIN DISPOSALS, AND MIRRORS WITHOUT DAMAGING AND TURN 
OVER TO OWNER.

PROTECT FLOORS IN AREAS USED TO ACCESS CONSTRUCTION AREAS WITH 
MASONITE OR KRAFT PAPER. DAMAGED FLOOR FINISHES SHALL BE REPAIRED 
AND/OR REPLACED BY CONTRACTOR.

ADJUST HEIGHT OF CLEAN OUTS AND FLOOR DRAINS WITH THREADED 
EXTENSION SO THAT COVER IS FLUSH AND LEVEL WITH NEW FLOOR FINISH. 
IF DRAIN CANNOT BE ADJUSTED, OR IS IN DISREPAIR. ADVISE OWER AND 
ARCHITECT

FLOORS: REMOVE IN ITS ENTIRETY TILE FLOORING AND MORTAR BED. ASSUME 
THICKSET MORTAR BED. PREPARE SLAB TO RECEIVE NEW TILE FLOORING, 
INCLUDING STRIPPING, GRINDING, FILLING, PATCHING, LEVELING AND OTHER 
METHODS AS REQUIRED TO PREPARE SLAB FOR INSTALLATION OF NEW WORK.

PLUMBING FIXTURES AND TOILET PARTITIONS SHALL BE REINSTALLED IN PER 
EXISTING LOCATIONS, EXCEPT WHERE INDICATED OTHERWISE ON DRAWINGS.

1.

2.

3.

4.

5.

6.

7.

A.

B.

C.

D.

PWT OVER EXISTING TILE, INSTALLED 
PER TILE COUNCIL OF NORTH AMERICA 
DETAIL TR713-15

SECTION - NEW TILE OVER EXISTING WALL TILE

PFT COVE BASE

BOND COAT OVER EXISTING PWT & PFT

PLAN - TYPICAL OUTSIDE CORNER DETAIL
NEW TILE OVER EXISTING WALL TILE

METAL TRIM PIECE, AS SPECIFIED

PWT OVER EXISTING PWT AS 
INDICATED, INSTALLED PER TILE 
COUNCIL OF NORTH AMERICA 
DETAIL TR713-15

BOND COAT OVER EXISTING PWT

PFT AS INDICATED

EPOXY GROUT, AS SPECIFIED, 
TO BE USED AT ALL LOCATIONS

SHADOW GAP EDGE TRIM - METAL
TO MATCH CEILING MOLDING METAL TYPE

PWT-1: 100%

NOTE:
EPOXY GROUT,  
AS SPECIFIED, 
TO BE USED AT 
ALL LOCATIONS

NOTES: 
1. INSTALL TILE IN QUANTITIES AND ARRANGEMENTS INDICATED HERE AT THE LOCATIONS AND EXTENTS INDICATED ON FINISH PLANS.
2. FLOOR TILE PATTERNS ARE SHOWN ON FINISH PLANS

WALL PATTERN 'A'

PWT-1: 10%

PWT-2: 90%

WALL PATTERN 'B'
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A101

RESTROOM DEMO,
NEW WORK, CEILING

& FINISH PLANS

LGKS

190 LAMBS LN, CHARLOTTESVILLE,
VIRGINIA 22901

BID DOCUMENTS

JANUARY 16, 2024

GREER ELEMENTARY

SCHOOL RESTROOM

RENOVATION

ALBEMARLE COUNTY
PUBLIC SCHOOLS

REFERRED FROM:1/4" = 1'-0"A101

1 DEMO PLAN - 3rd GRADE BOYS & GIRLS
REFERRED FROM:1/4" = 1'-0"A101

2 NEW WORK - 3rd GRADE BOYS & GIRLS
REFERRED FROM:1/4" = 1'-0"A101

3 FINISH PLAN - 3rd GRADE BOYS & GIRLS

REFERRED FROM:1/4" = 1'-0"A101

5 NEW WORK PLAN - 4th GRADE BOYS & GIRLS
REFERRED FROM:1/4" = 1'-0"A101

4 DEMO PLAN - 4th GRADE BOYS & GIRLS
REFERRED FROM:1/4" = 1'-0"A101

6 FINISH PLAN - 4th GRADE BOYS & GIRLS

1/4" = 1'-0"A101

7 DEMO PLAN - 5th GRADE BOYS
1/4" = 1'-0"A101

8

NEW WORK PLAN - 5th
GRADE BOYS

1/4" = 1'-0"A101

9

FINISH PLAN - 5th
GRADE BOYS

REFERRED FROM:1/4" = 1'-0"A101

11

NEW WORK PLAN - 5th
GRADE GIRLS

1/4" = 1'-0"A101

10 DEMO PLAN - 5th GRADE GIRLS
1/4" = 1'-0"A101

12

FINISH PLAN - 5th
GRADE GIRLS

DEMOLITION KEYNOTES.

D1 NOT USED

D2 DEMOLISH TILE AND GROUT FROM FLOOR.

D3 DEMOLISH TOILETS, URINALS, FIXTURES, AND ASSOCIATED PIPING AND VALVES.
PREPARE FOR INSTALLATION OF NEW WORK

D4 REMOVE TOILET AND URINAL PARTITIONS AND ALL SUPPORTS AND FASTENERS
- PROTECT FOR REINSTALLATION. PATCH HOLES IN WALLS, FLOORS, AND
CEILINGS.

D5 NOT USED

D6 REMOVE EXISTING ACCESS WALL PANELS AND REINSTALL AFTER FINISHES
INSTALLATION. PAINT ACCESS WALL PANEL.

NEW WORK KEYNOTES

1 PAINT HOLLOW METAL DOOR FRAME, ALL SIDES.

2 PAINT EXISTING WOOD DOOR IN COLOR TO MATCH EXISTING

3 INSTALL NEW TOILET, URINAL, AND LAVATORY FIXTURES  AT SAME LOCATION
AND HEIGHT AS EXISTING. REFER TO PLUMBING SPECIFICATIONS . PROVIDE
MISC. HARDWARE, FITTINGS, FASTENERS, ESCUTCHEONS, AND OTHER
ACCESSORIES REQUIRED FOR COMPLETE AND FINISHED INSTALLATION.

4 NEW FLOOR DRAIN COVER. ADJUST HEIGHT OF DRAIN WITH THREADED
EXTENSION SO THAT DRAIN COVER IS FLUSH AND LEVEL WITH NEW FLOOR
FINISH.

5 INSTALL TILE FLOORING.

6 ALL WALLS TO RECEIVE TILE. REFER TO WALL PATTERN TYPES 'A' AND 'B' ON
A101. NEW TILE IS TO BE INSTALLED OVER EXISTING TILE, REFER TO TYPICAL
DETAIL ON A101 FOR ASSEMBLY.

7 INSTALL SHADOW GAP EDGE METAL TRIM AT JOINT BETWEEN EXISTING CEILING
AND NEW WALL TILE.  METAL TO MATCH CEILING METAL EDGE MOLDING. SEE
SHEET A101 TYPICAL DETAILS

INSTALL NEW URINAL SCREEN. COLOR AND MATERIAL TO MATCH EXISTING 
TOILET SCREENS

8

RE-INSTALL SALVAGED TOILET PARTITIONS AT ALL RESTROOMS, CHANGE 
STRIKES AND HINGES TO BE FULL HEIGHT.  RE-INSTALL SALVAGED 
URINAL SCREEN AT 5th GRADE BOY'S RESTROOM

9

GENERAL DEMOLITION NOTES

TYPICAL DETAILS 1 1/2" = 1'-0" TYPICAL TILE PATTERNS 1/2" = 1'-0" TYPICAL FLOOR TRANSITIONS

REFERRED FROM:3" = 1'-0"A101 A101x

13 TILE TO EXISTING VCT

No. Date Description

01/16/24
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