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MISS UTILITY

CALL "MISS UTILITY" AT 811 or 1-800-552-7001, 48 HOURS PRIOR TO THE
START OF WORK. THE EXCAVATOR MUST NOTIFY ALL PUBLIC UTILITY COMPANIES
WITH UNDER GROUND FACILITIES IN THE AREA OF PROPOSED EXCAVATION AND
HAVE THOSE FACILITIES LOCATED BY THE UTILITY COMPANIES PRIOR TO
COMMENCING EXCAVATION. THE EXCAVATOR IS RESPONSIBLE FOR COMPLIANCE
WITH REQUIREMENTS OF APPLICABLE COUNTY OF ALBEMARLE CODES.
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SEE SEPARATE PLANS AND SCOPE OF WORK NARRATIVES FOR

THE GRASS FIELD CONTRACTOR AND THE IRRIGATION CONTRACTOR,
WHICH ARE SEPARATE SCOPES OF WORK FOR FIELD #1. "SEQUENCE
OF CONSTRUCTION" RESPONSIBILITIES FOR COORDINATION BY THE
SITEWORK CONTRACTOR ARE ALSO DESCRIBED ON C5.2.
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SCOPE OF WORK NARRATIVE

DARDEN TOWE PARK - NATURAL GRASS FIELD #1 REPLACEMENT

DARDEN TOWE PARK ARTIFICIAL TURF FIELD C\05-CAD\C1.1 SCOPE OF WORK NARRATIVE.DWG, 3/11/2024 4:36 PM, LLANGLOIS

1.

RA TES FOR A I R

THIS PROJECT IS FOR THE REPLACEMENT OF NATURAL GRASS FIELD #1 AT DARDEN TOWE
PARK. THE CONSTRUCTION WORK WILL BE IN ACCORDANCE WITH THE COUNTY APPROVED
DESIGN PLANS AND BROKEN INTO THREE BID PACKAGES: SITE WORK CONSTRUCTION,
IRRIGATION SYSTEM REPLACEMENT, AND NATURAL GRASS FIELD REPLACEMENT.

DETAILS FOR EACH OF THE BID PACKAGES ARE DESCRIBED IN THE SCOPE OF WORK
REQUIREMENTS BELOW AND THROUGHOUT THE DESIGN PLANS. CONSTRUCTION PRICING
SHALL BE LUMP SUM FOR EACH BID PACKAGE.

ADDITIONALLY, THE COUNTY WILL RELY UPON THEIR SITE WORK CONSTRUCTION CONTRACTOR
TO ESTABLISH ACCESS AND STAGING AREAS, SECURE ALL PERMITS, ADHERE TO PERMIT
CONDITIONS, AND TO PROVIDE OVERALL SITE COORDINATION FOR THE PLANNED
CONSTRUCTION WORK BY ALL THREE BIDDERS FOR A COMPLETE PROJECT.

NATURAL GRASS FIELD CONTRACTOR REQUIREMENTS Scope of work for IFB# 2024-IFB-1004102

1.

SUBMITTALS: THE NATURAL GRASS FIELD CONTRACTOR SHALL SUBMIT SOURCE OF
MATERIALS FOR THE IMPORTED MCGILL COMPOST, USGA B80/20 SAND, HDPE PIPE AND
FITTINGS, AND BERMUDA GRASS SPRIGS TO BE USED FOR THE PROJECT.

PROJECT INITIATION: THE SELECTED NATURAL GRASS FIELD CONTRACTOR SHALL FIRST
ATTEND A PRE-CONSTRUCTION MEETING ONSITE TO REVIEW AND ACCEPT THE DESIGNATED
STAGING AREA AND ACCESS ROUTE AS WELL AS THE SEQUENCE FOR CONSTRUCTION WITH
CALENDAR DAYS NOTED BELOW, FOR THIS PROJECT.

PART ONE: UPON COMPLETION OF THE ROUGH GRADING AND IRRIGATION SYSTEM
INSTALLATION WITH AT LEAST 18” COVER, NOT INCLUDING THE SPRINKLER HEADS, THE
NATURAL GRASS FIELD CONTRACTOR SHALL INSTALL THE 8” AND 14” DEEP SAND TRENCHES
IN BOTH DIRECTIONS ACROSS THE FIELD IN A GRID, ALONG WITH THE 2” PERFORATED HDPE
PIPE AND 6” SOLID HDPE PIPE TO MAKE SOIL TIGHT CONNECTIONS AT ALL FITTINGS AND
ATTACHING TO THE 6” PIPE STUBS ON THE NYLOPLAST DRAINAGE STRUCTURES IN EACH
CORNER OF THE FIELD (4 TOTAL). THE SITE WORK CONTRACTOR AND THE COUNTY SHALL
INSPECT AND ACCEPT THOSE CONNECTIONS TO THE DRAINAGE STRUCTURES. THIS WORK IS
SCHEDULED TO TAKE UP TO FOURTEEN (14) CALENDAR DAYS TO COMPLETE UPON
NOTIFICATION.

PART TWO: UPON COMPLETION OF THE 4” TOPSOILING IN A LOOSE LIFT BY THE SITE WORK
CONTRACTOR, THE NATURAL GRASS FIELD CONTRACTOR SHALL RETURN TO

SPREAD 1” LOOSE LIFT OF MCGILL COMPOST OVER THE RECTANGULAR FIELD AND SIDELINE
AREAS TO THEN MECHANICALLY TILL THE COMPOST INTO THE UNDERLYING 4” TOPSOIL
LAYER. THE 5” TILLED SURFACE SHALL THEN BE COVERED WITH THE 1” USGA 80/20 SAND
LAYER FOR FINISHED GRADE ON THE FIELD AT THE DESIGNATED ELEVATION ON THE DESIGN
PLANS MAKING THE CONCRETE COLLARS AROUND THE NYOPOLAST DRAINAGE STRUCTURES
MATCH THE FINISHED GRADE ELEVATIONS FOR THE 1” SAND LAYER. THIS WORK IS
SCHEDULED TO TAKE UP TO FOURTEEN (14) CALENDAR DAYS TO COMPLETE UPON
NOTIFICATION.

PART THREE: UPON INSTALLATION OF THE NEW SPRINKLER HEADS AND TESTING OF THE
IRRIGATION SYSTEM, THE NATURAL GRASS FIELD CONTRACTOR SHALL RETURN TO INSTALL
HYBRID TAHOMA 31 BERMUDA GRASS SPRIGS AT 800 BUSHELS PER ACRE AND TO REPAIR
OR PATCH DAMAGED GRASSED AREAS AROUND THE FIELD RESULTING FROM THE SPRIGGING
OPERATIONS. THIS WORK IS SCHEDULED TO TAKE UP TO SEVEN (7) CALENDAR DAYS TO
COMPLETE UPON NOTIFICATION.

PROJECT CLOSEOUT: UPON ACCEPTANCE OF THE COMPLETED NATURAL GRASS FIELD
SPRIGGING, FINAL PAYMENT CAN BE MADE BY THE COUNTY. A ONE-YEAR WRITTEN
WARRANTY IS REQUIRED FOR THE GROW-IN PERIOD OF GRASS ESTABLISHMENT PRIOR TO
FINAL ACCEPTANCE AND PROJECT CLOSEOQUT.

IRRIGATION CONTRACTOR REQUIREMENTS Scope of work for RFQ# 2024 -RFQ-1004109

SUBMITTALS: THE IRRIGATION SYSTEM REPLACEMENT CONTRACTOR SHALL SUBMIT SOURCE
OF MATERIALS FOR THE PROJECT AT THE START, INCLUDING WORK PAPERS SHOWING THE
ELECTRICAL CONNECTION AT THE TORO IRRIGATION BOXES, NEW IRRIGATION LINES, VALVES
AND SPRINKLER HEADS AS SPECIFIED ON THE DESIGN PLANS.

PROJECT INITIATION: THE SELECTED IRRIGATION CONTRACTOR SHALL FIRST ATTEND A
PRE-CONSTRUCTION MEETING ONSITE TO REVIEW AND ACCEPT THE DESIGNATED STAGING
AREA AND ACCESS ROUTE AS WELL AS THE SEQUENCE FOR CONSTRUCTION WITH CALENDAR
DAYS NOTED BELOW, FOR THIS PROJECT.

PART ONE: UPON COMPLETION OF THE TOPSOIL STRIPPING, THE SITE WORK CONTRACTOR
SHALL REQUEST THE IRRIGATION CONTRACTOR TO LOCATE AND CAP

EXISTING 1.5” IRRIGATION LINES AT THE LIMITS OF CONSTRUCTION TO ALSO INSTALL A

NEW 3” IRRIGATION WATER MAIN WITH 2” ISOLATION VALVE (24” MINIMUM COVER) AND
SUPPORTING ELECTRICAL SERVICE LINE FROM THE EXISTING TORO IRRIGATION BOXES TO THE
TORO IRRIGATION VALVES. IRRIGATION CAPS SHALL BE TESTED UNDER WATER PRESSURE BY
OPENING AND CLOSING ISOLATION VALVES PRIOR TO THE WORK PROCEEDING. THIS WORK IS
SCHEDULED TO TAKE UP TO TWELVE (12) CALENDAR DAYS TO COMPLETE UPON
NOTIFICATION.

PART TWO: UPON COMPLETION OF ROUGH GRADING THE SITE WORK CONTRACTOR SHALL
REQUEST THE IRRIGATION CONTRACTOR TO INSTALL A NEW IRRIGATION WATER MAIN ALONG
THE SIDELINE AND SEVEN IRRIGATION SUPPLY LINES ACROSS THE FIELD, WITH ELECTRIC
SUPPLY LINES CONNECTED TO AN IRRIGATION VALVE FOR EACH ZONE (7 TOTAL) AND AT
LEAST 18” COVER ON THE LINES, MEASURED FROM THE ESTABLISHED ROUGH GRADE AT
THAT TIME, AND NOT MEASURED FROM THE FUTURE FINISHED GRADE WHICH INCLUDES 6” OF
TOPSOIL, COMPQOST AND SAND LAYERS. THE BURIED IRRIGATION LINES SHALL BE TESTED
WATERTIGHT PRIOR TO THE WORK PROCEEDING. THIS WORK IS SCHEDULED TO TAKE UP TO
TWELVE (12) CALENDAR DAYS TO COMPLETE UPON NOTIFICATION.

PART THREE: UPON COMPLETION OF FINE GRADING BY THE NATURAL GRASS FIELD
CONTRACTOR, THE IRRIGATION CONTRACTOR SHALL INSTALL TWENTY—-EIGHT (28) SPRINKLER
HEADS TO FINISHED GRADE INCLUDING TESTING THE IRRIGATION SYSTEM BY WATERING THE
FINISHED GRADE FIELD AND SIDELINES TO ENSURE A FULLY OPERATIONAL IRRIGATION
SYSTEM WITH FULL COVERAGE. ADJUSTMENTS TO SPRINKLER HEADS MAY BE REQUIRED.
THIS WORK IS SCHEDULED TO TAKE UP TO SEVEN (7) CALENDAR DAYS TO COMPLETE UPON
NOTIFICATION.

PROJECT CLOSEOUT: UPON ACCEPTANCE OF THE COMPLETED IRRIGATION SYSTEM, FINAL
PAYMENT CAN BE MADE BY THE COUNTY. A ONE-YEAR WRITTEN WARRANTY IS REQUIRED
ON ALL PARTS AND WORKMANSHIP PRIOR TO FINAL ACCEPTANCE AND PROJECT CLOSEOQUT.

SCOPE OF WORK NARRATIVE (CONT'D).

GENERAL NOTES FOR ALL BIDDERS

SITE WORK CONTRACTOR REQUIREMENTS

By Owner Term Earthwork Contractor

10.

1.

12.

13.

SITE WORK CONTRACTOR SHALL FIRST INSPECT AND ACCEPT EXISTING CONDITIONS INCLUDING
THE SURVEY CONTROL AND AUTOCAD FILES FOR CONSTRUCTION SURVEYING AND LAYOUT ON
THIS PROJECT. NO OTHER SURVEYING OR LAYOUT WORK IS PLANNED BY OTHER
CONTRACTORS.

THE SITE WORK CONTRACTOR SHALL SUBMIT SOURCE OF MATERIALS FOR THE EROSION AND
SEDIMENT CONTROL PRODUCTS, DRAINAGE PIPE AND STRUCTURES, STORMWATER BASIN
OUTLET STRUCTURE WITH APPURTENANCES, RIPRAP, TREATED LUMBER, AND A CONCRETE
MIX DESIGN.

SITE WORK CONTRACTOR SHALL SECURE A MISS UTILITY TICKET PRIOR TO EXCAVATION AND
PROVIDE THE TICKET NUMBER TO THE COUNTY AND BOTH THE IRRIGATION CONTRACTOR AND
NATURAL GRASS FIELD CONTRACTOR FOR COORDINATION AND RECORD KEEPING.

SITE WORK CONTRACTOR SHALL SETUP A CONSTRUCTION STAGING AREA AND ACCESS ROUTE
INCLUDING A STONE CONSTRUCTION ENTRANCE AND WOODEN MATS. THE STAGING AREA
AND ACCESS ROUTE SHALL ACCOMMODATE THE NEEDS FOR ALL CONSTRUCTION WORK
THROUGH COORDINATION DURING A MANDATORY PRE—-CONSTRUCTION MEETING WITH ALL
THREE SELECTED CONTRACTORS TO BE HELD ONSITE JOINTLY, PRIOR TO THE WORK.

SITE WORK CONTRACTOR SHALL BEGIN WORK BY PLACING TREE PROTECTION MEASURES AND
SILT FENCE AROUND THE PERIMETER OF ALL ANTICIPATED LAND DISTUBING ACTIVITIES TO
CONTAIN RUNOFF AND EROQOSION ONSITE IN SHEET FLOW CONDITIONS. SHOULD THIS WORK
RESULT IN ANY STANDING WATER ISSUES AT LOW POINTS ALONG THE SILT FENCE, ROCK
BREAKS CAN BE ADDED TO THE PERIMETER SILT FENCE TO DRAIN STANDING WATER AROUND
THE PERIMETER OF THE CONSTRUCTION SITE.

SITE WORK CONTRACTOR SHALL THEN STRIP FOUR INCHES OF TOPSOIL TO BE STOCKPILED
IN THE DESIGNATED LOCATION ON THE PLANS, WITH SILT FENCE AROUND THE TOPSOIL
STOCKPILE.

SITE WORK CONTRACTOR SHALL THEN COORDINATE WITH THE IRRIGATION CONTRACTOR TO
LOCATE AND CAP EXISTING 1.5” IRRIGATION LINES AT THE LIMITS OF CONSTRUCTION TO
ALSO INSTALL A NEW IRRIGATION WATER MAIN WITH ISOLATION VALVE (24” MINIMUM

COVER) AND SUPPORTING ELECTRICAL SERVICE LINES TO THE EXISTING TORO IRRIGATION
BOXES. IRRIGATION CAPS SHALL BE TESTED UNDER WATER PRESSURE BY OPENING AND
CLOSING ISOLATION VALVES PRIOR TO THE WORK PROCEEDING.

SITE WORK CONTRACTOR SHALL THEN PERFORM ROUGH GRADING INCLUDING EXCAVATING
THE EXTENDED DETENTION BASIN AND REMOVING THE APPROXIMATELY 2% RUNNING SLOPE
ON THE GRASS FIELD BY REPLACING IT WITH A 0.5% CROWN SLOPE ALONG THE FIELD
CENTERLINE. IN AREAS OF CUT EXCAVATION THIS WORK MAY RESULT IN EXPOSING THE E
EXISTING IRRIGATION LINES UNDERNEATH THAT ARE TO BE REMOVED AND DISPOSED OFFSITE.
EXISTING SPRINKLER SYSTEMS SHOULD ALSO BE EXCAVATED AND REMOVED IN AREAS OF
FILL EXCAVATION WHERE THEY MAY NOT BECOME EXPOSED DURING ROUGH GRADING
OTHERWISE.  PRIOR THIS PHASE OF WORK, THE COUNTY PARKS DEPARTMENT ALSO
INTENDS TO COLLECT THE EXISTING IRRIGATION SPRINKLER HEADS TO RETAIN THEM AS
SPARE PARTS BY CUTTING THEM OFF THE UNDERLYING PIPES.

FILL PLACEMENT SHALL BE IN SIX INCH TO EIGHT INCH LOOSE LIFTS AND THEN COMPACTED
WITHIN 2% OPTIMUM MOISTURE CONTENT (OMC) TO AT LEAST 95% DENSITY OF COMPACTION
FOR EACH LIFT PRIOR TO PROCEEDING TO THE NEXT HIGHER LIFT OF FILL MATERIAL.
TESTING BY THE CONTRACTOR IS CONSIDERED OPTIONAL FOR THE CONSTRUCTION QUALITY
CONTROL REQUIREMENTS ON THIS PROJECT HOWEVER THE COUNTY RESERVES THE RIGHT TO
HIRE A GEOTECHNICAL TESTING COMPANY TO TEST EARTH FILL MATERIALS FOR COMPLIANCE
WITH THE 95% DENSITY REQUIREMENTS ON THIS PROJECT SHOULD THE NEED ARISE.

EXCESS CUT EXCAVATION SHALL THEN BE STOCKPILED IN THE DESIGNATED LOCATION FOR
AN EARTHWORK STOCKPILE ON THE DESIGN PLANS, WITH SILT FENCE PLACED AROUND THE
STOCKPILE TO ACHIEVE ROUGH GRADE ELEVATIONS FOR THE ENTIRE PROJECT. SILT FENCE
SHOULD BE INSPECTED AND MAINTAINED AROUND THE PERIMETER OF FIELD #1 AND THE

EXTENDED DETENTION BASIN AND AROUND BOTH STOCKPILE AREAS AS WORK PROGRESSES.

UPON COMPLETION OF ROUGH GRADING, THE SITE WORK CONTRACTOR SHALL COORDINATE
WITH THE IRRIGATION CONTRACTOR TO INSTALL NEW IRRIGATION WATER MAINS WITH AT
LEAST 18” COVER ON THE LINES, MEASURED FROM THE ESTABLISHED ROUGH GRADE, NOT
THE FUTURE FINISHED GRADE.

UPON COMPLETION OF ROUGH GRADING, THE SITE WORK CONTRACTOR SHALL ALSO
COMPLETE THE STABILIZATION WORK FOR THE EXTENDED DETENTION BASIN INCLUDING

A 47 LOOSE LIFT TOPSOIL, EMERGENCY SPILLWAY WITH ENKAMAT, ROCK FOREBAYS WITH
UNDERLYING FILTER FABRIC, TWO WOODEN WEIR WALLS WITH SOUTHERN YELLOW PINE (SYP)
TREATED LUMBER AND #5 REBAR, AND A BASIN OUTLET STRUCTURE WITH A MODIFIED
DI-7 CONCRETE GRATE INLET AND 12” HDPE PIPE OUTFALL TO A RIPRAP OUTLET.
STABILIZATION SHALL INCLUDE PERMANENT SEEDING AND MULCHING IN ACCORDANCE

WITH EROSION AND SEDIMENT CONTROL STANDARDS AND BROADCASTING A CONSERVATION
SEED MIX PROVIDED BY THE COUNTY FOR USE ON THE FRONT SLOPE OF THE EXTENDED
DETENTION BASIN. WATERING WILL BE REQUIRED DURING THE ESTABLISHMENT PERIOD SINCE
THE DETENTION BASIN IS NOT COVERED BY THE IRRIGATION SYSTEM FOR THE BALLFIELD.

AFTER STABILIZING THE EXTENDED DETENTION BASIN, THE SITE WORK CONTRACTOR SHALL
INSTALL NYLOPLAST DRAINAGE STRUCTURES AND HDPE PIPES AS SHOWN ON THE PLANS
ALONG BOTH SIDES OF FIELD #1 WITH TEMPORARY SOIL TIGHT CAPS IN DESIGNATED
LOCATIONS FOR FUTURE PIPE CONNECTION STUBS. RIM ELEVATIONS FOR THE STRUCTURES
INCLUDE BUILDING A TWO INCH LOCAL DEPRESSION INTO THE GRADING AROUND EACH
STRUCTURE WITH A CONCRETE COLLAR AROUND THE 12” SQUARE METAL GRATE AND FRAME
ON A COMPACTED SUBGRADE. CONCRETE SHALL BE A3 GENERAL AND THE OUTSIDE EDGES
OF THE CONCRETE COLLAR SHOULD PROJECT 2” ABOVE THE RIM ELEVATIONS TO MATCH
THE FUTURE FINISHED GRADE ELEVATION FOR THE NATURAL GRASS FIELD AS SHOWN ON
THE PLANS. EROSION PROTECTION FOR EACH GRATE INLET MAY BE REQUIRED AS THE
WORK PROGRESSES INCLUDING THE POND OUTFALL, AND ALL PIPES AND INLETS SHALL BE
INSPECTED TO REMOVE ANY SEDIMENT OR DEBRIS INSIDE OF THEM PRIOR TO REMOVAL OF
THE ESC INLET PROTECTION AND FINAL ACCEPTANCE.

SCOPE OF WORK NARRATIVE (CONT'D).

14.

15.

16.

17.

18.

19.

UPON COMPLETION OF THE DRAINAGE WORK BY THE SITE WORK CONTRACTOR, THEY WILL
COORDINATE WITH THE NATURAL GRASS FIELD CONTRACTOR DIRECTLY TO INSTALL THE SAND
TRENCHES IN BOTH DIRECTIONS ALONG WITH THE 2” PERFORATED HDPE PIPE AND

THE 6” SOLID HDPE PIPE TO MAKE SOIL TIGHT CONNECTIONS TO THE 6” STUBS ON THE
NYOPLAST DRAINAGE STRUCTURES. THE SITEWORK CONTRACTOR SHALL INSPECT AND
ACCCEPT THOSE CONNECTIONS TO THE NYOPLAST DRAINAGE STRUCTURES.

UPON COMPLETION OF DRAINAGE CONSTRUCTION WORK BY THE NATURAL GRASS FIELD
CONTRACTOR, THE SITE WORK CONTRACTOR SHALL RE—-SPREAD TOPSOIL FROM THE
STOCKPILE AT A FOUR INCH LOOSE LIFT THICKNESS OVER THE ENTIRE DISTURBED AREA FOR
THIS PROJECT, TO THEN ESTABLISH PERMANENT STABILIZATION AROUND THE FIELD
PERIMETER AT THE PROPOSED FINISHED GRADE ELEVATIONS, INCLUDING THE DESIGNATED
EROSION CONTROL MATTING (VDOT EC-2 TYPE) ON ALL 3:1 SLOPES AS SHOWN ON THE
ESC PLAN.

THE NATURAL GRASS FIELD CONTRACTOR SHALL THEN SPREAD 1” LOOSE LIFT OF MCGILL
COMPOST OVER THE RECTANGULAR FIELD AND SIDELINE AREAS TO MECHANICALLY TILL THE
COMPOST INTO THE UNDERLYING 4” TOPSOIL LAYER. THE 5” TILLED SURFACE SHALL THEN
BE COVERED WITH THE 1” USGA 80/20 SAND LAYER FOR FINISHED GRADE ON THE FIELD AT
THE DESIGNATED ELEVATION ON THE DESIGN PLANS MAKING THE CONCRETE COLLARS
AROUND THE NYLOPLAST DRAINAGE STRUCTURES MATCH THE FINISHED GRADE ELEVATIONS
FOR THE 1” SAND LAYER.

UPON ACCEPTANCE OF FINE GRADING, THE IRRIGATION CONTRACTOR SHALL INSTALL NEW
SPRINKLER HEADS TO FINISHED GRADE INCLUDING TESTING THE IRRIGATION SYSTEM BY
WATERING THE FINISHED GRADE FIELD AND SIDELINES TO ENSURE A FULLY OPERATIONAL
IRRIGATION SYSTEM WITH FULL COVERAGE.

UPON ACCEPTANCE OF THE IRRIGATION SYSTEM, THE NATURAL GRASS FIELD CONTRACTOR
SHALL INSTALL HYBRID TAHOMA 31 BERMUDA GRASS SPRIGS AT 800 BUSHELS PER ACRE
AND REPAIR OR PATCH GRASSED AREAS AROUND THE FIELD RESULTING FROM THE
SPRIGGING OPERATIONS. A WRITTEN PUNCH LIST WILL THEN BE DEVELOPED WITH THE SITE
WORK CONTRACTOR FOR THIS PROJECT TO COORDINATE FINAL COMPLETION.

AT THE APPROVAL OF THE COUNTY INSPECTOR, ESC MEASURES CAN BE REMOVED AND
OTHER PUNCH LIST ITEMS ADDRESSED FOR THE FINAL COMPLETION OF THE CONSTRUCTION
WORK AND TO BEGIN THE GROW-IN PHASE OF THE PROJECT WITH PAPERWORK BY THE
SITEWORK CONTRACTOR SUCH AS CONTRACTOR REDLINES FOR RECORD DRAWINGS, WRITTEN
ONE-YEAR WARRANTY, AND MAINTENANCE RECOMMENDATIONS RELATED TO THE GROW-IN
PERIOD, AND OTHER PARTS FOR A FULL AND COMPLETE PROJECT.
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NYLOPLAST DRAIN BASIN

CONCRETE APRON DETAIL

NTS

NYLOPLAST DRAIN BASIN WITH PEDESTRIAN GRATE

(1,2) INTEGRATED DUCTILE IRON
FRAME & GRATE TO MATCH BASIN O.D.

A

MINIMUM PIPE BURIAL
(3) VARIABLE INVERT HEIGHTS DEPTH PER PIPE
AVAILABLE (ACCORDING TO MANUFACTURER
PLANS/TAKE OFF) RECOMMENDATION

Y

(5) ADAPTER
ANGLES
VARIABLE 0° - 360°

&Y | ACCORDING TO
PLANS >

(4) VARIOUS TYPES OF INLET & OUTLET ADAPTERS
AVAILABLE: 4" - 36" FOR CORRUGATED HDPE

(ADS N-12/HANCOR DUAL WALL, ADS/HANCOR
SINGLE WALL), N-12 HP, PVC SEWER (EX: SDR 35),
PVC DWV (EX: SCH 40), PVC C900/C905,
CORRUGATED & RIBBED PVC

WATERTIGHT JOINT
(CORRUGATED HDPE SHOWN)

- 12"- 30" PEDESTRIAN GRATES SHALL BE DUCTILE IRON PER ASTM A536

GRADE 70-50-05.

- 12"- 30" FRAMES SHALL BE DUCTILE IRON PER ASTM A536 GRADE 70-50-05.
- DRAIN BASIN TO BE CUSTOM MANUFACTURED ACCORDING TO PLAN

DETAILS. RISERS ARE NEEDED FOR BASINS OVER 84" DUE TO SHIPPING
RESTRICTIONS. SEE DRAWING NO. 7001-110-065.

- DRAINAGE CONNECTION STUB JOINT TIGHTNESS SHALL CONFORM TO

ASTM D3212 FOR CORRUGATED HDPE (ADS N-12/HANCOR DUAL WALL),
N-12 HP, & PVC SEWER (4" - 36").

- ADAPTERS CAN BE MOUNTED 0° TO 360°. TO DETERMINE MINIMUM

ANGLE BETWEEN ADAPTERS SEE DRAWING NO. 7001-110-012.

- 12"-24" PEDESTRIAN GRATES SHALL MEET H-10 LOAD RATING.

30" PEDESTRIAN GRATE SHALL MEET H-20 LOAD RATING (SEE DRAWING
NO. 7001-110-144 FOR H-20 TRAFFIC LOAD GUIDELINES).

A

/<¥ 12" MIN WIDTH GUIDELINE

— 6" MIN THICKNESS GUIDELINE

(6) MEDIUM DUTY TRAFFIC LOADS: CONCRETE SLAB DIMENSIONS ARE

FOR GUIDELINE PURPOSES ONLY. ACTUAL CONCRETE SLAB MUST

BE DESIGNED TAKING INTO CONSIDERATION LOCAL SOIL CONDITIONS,

TRAFFIC LOADING, & OTHER APPLICABLE DESIGN FACTORS.
SEE DRAWING NO. 7001-110-111 FOR NON TRAFFIC INSTALLATION.

4"MIN ON 12" - 24"
6" MIN ON 30" & 36"

L

(3) VARIABLE SUMP DEPTH

ACCORDING TO PLANS
6" MIN. ON 12" - 24", 10" MIN. ON 30"

& 12" MIN. ON 36"
BASED ON MANUFACTURING REQ.)

THE BACKFILL MATERIAL SHALL BE CRUSHED STONE OR OTHER
GRANULAR MATERIAL MEETING THE REQUIREMENTS OF CLASS |,
CLASS I, OR CLASS Il MATERIAL AS DEFINED IN ASTM D2321.

BEDDING & BACKFILL FOR SURFACE DRAINAGE INLETS SHALL BE
PLACED & COMPACTED UNIFORMLY IN ACCORDANCE WITH ASTM D2321.

THIS PRINT DISCLOSES SUBJECT MATTER IN WHICH DRAWNBY EBC | MATERIAL
NYLOPLAST HAS PROPRIETARY RIGHTS. THE RECEIPT

OR POSSESSION OF THIS PRINT DOESNOT CONFER, | DATE 4-20-07 pve
TRANSFER, OR LICENSE THE USE OF THE DESIGN OR

TECHNICAL INFORMATION SHOWN HEREIN REVISEDBY NMH | PROJECT NO./NAME

REPRODUCTION OF THIS PRINT OR ANY INFORMATION
CONTAINED HEREIN, OR MANUFACTURE OF ANY DATE
ARTICLE HEREFROM, FOR THE DISCLOSURE TO OTHERS

06-12-18

Nyloplast =

3130 VERONA AVE
BUFORD, GA 30518
PHN (770) 932-2443
FAX (770) 932-2490
www.nyloplast-us.com
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DARDEN TOWE PARK ARTIFICIAL TURF FIELD C\05-CAD\C3.0 EXISTING CONDITIONS ACCESS - PHASE 1.DWG, 3/11/2024 4:37 PM, LLANGLOIS

X:\RICHMOND\22-0137.003
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SO ~— TITLE KEY SYMBOL STD. & SPEC. QUANTITY | THIS TOPOGRAPHIC SURVEY WAS COMPLETED UNDER THE DIRECT AND
SO~ o~ T T NUMBER* RESPONSIBLE CHARGE OF, JOHN S. CLAYTOR, L.S. FROM AN ACTUAL
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NN N THIS FILE IS REFERENCED TO THE VIRGINIA STATE PLANE COORDINATE CONSULTING ENGINEERS
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COORDINATES. THE ELEVATIONS DEPICTED IN THIS FILE ARE RICHMOND, VA 23235
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(NAVD88). THE HORIZONTAL AND VERTICAL COORDINATE SYSTEMS EMAIL: DRISSMEYER@AMTENGINEERING.COM

REFERENCED IN THIS FILE WERE ACHIEVED WITH RTK—GPS SURVEYING

TECHNIQUE UTILIZING MULTIPLE AND REDUNDANT OBSERVATIONS
TN VERIFIED TO BE ACCURATE AND WITHIN THE STANDARD ESTABLISHED
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