
 

 
 
 

                                                       
 
   February 6, 2025 

ADDENDUM NO.: ONE 
 
TO ALL BIDDERS: 
 
REFERENCE:     IFB No:    2025-IFB-1002262 
 Dated:   January 28, 2025 
    Commodity:  2025 Restroom Upgrades at Murray Point, Stony Point 

Elementary, and Burley Middle School 
IFB Closing On:  February 26, 2025, at 2 PM  

 
Please note the clarifications and/or changes made to this solicitation: 
 

PRE-BID MEETING DOCUMENTS: 
1. Please see Sign-In sheet attached. 
2. Please see Meeting Minutes attached. 

 

BIDDER QUESTIONS: 
1.Question: Are Hazardous Materials Reports available for the project school buildings? 
Answer: Reports are not available at this time. Hazardous Materials are not anticipated to be found at Stony Point 
Elementary School or Burley Middle School. There is a chance that Hazardous Materials are present in the work 
area at Murray Elementary School. Albemarle County Schools will be responsible for abatement of hazardous 
materials if discovered. Refer to revised Sheet A103 for additional clarification. 
 
2.Question: What is the first day of school in August 2025? 
Answer: August 13th, 2025 
 
3.Question: What is the procedure if the County Office Building is closed on the day the Bids are due? 
Answer: Per the Notice of Invitation for Bids: If the County Office Building is closed, Bids, will be accepted and 
opened on the next scheduled business day, at the originally scheduled time. 
 
4.Question: What other construction projects will be occurring at the project sites during the summer? 
Answer: Information and schedules for other projects occurring on the project sites will be communicated to the 
successful bidder prior to the start of construction. Owner’s representatives will coordinate and ensure site 
access for each project. 
 
Changes to Project Manual 
 
1.Table of Contents 
 
Replace: With revised Table of Contents, contained herein 
Changes: Corrected page count for several sections 
 



 

2.Bid Receipt and Bid Reading Procedures 
Replace: With revised Bid Receipt and Bid Reading Procedures contained herein. 
Changes: Paragraph 6 - Date and time of virtual bid reading corrected. 
  
3.Certification of Crimes Against Children and Acts of Moral Turpitude Replace: With revised Crimes Against 
Children Form contained herein. 
Changes: Replaced with County’s current form 
 
4.260529 – Hangers and Supports for Electrical Systems 
Replace: With revised 260529 – Hangers and Supports for Electrical Systems 
Changes: Delete requirements for Delegated Design engineering 
 
Changes to Drawings 
1.Sheet A103 – MURRAY – TOILET DEMO, NEW WORK, CEILING & FINISH PLAN 
Replace: With revise Sheet A103 contained herein 
Add: ‘HAZARDOUS MATERIALS’ Note 
 
 
 
 
 

 
A signed acknowledgement of this addendum must be received by this office attached to your bid. 
Signature on this addendum does not constitute your signature on the original proposal document. The 
original proposal document must be signed also. 
       Sincerely, 
 
 
 
   Chris Beahm 
   Purchasing Agent 
   Phone: (434-296-5854) 
      
 
 
 
               
Name of Firm      Signature/Title  

               
Date       Printed Name 



ALBEMARLE COUNTY PUBLIC SCHOOLS 

PRE-BID CONFERENCE AGENDA 

IFB #2025-IFB-1002262 

     

PROJECT: 2025 RESTROOM UPGRADES AT MURRAY ELEMENTARY, STONY POINT ELEMENTARY 

AND BURLEY MIDDLE SCHOOL 

 

LOCATION: Murray Elementary-3251 Morgantown Rd. Charlottesville, VA 22903; Stony Point-3893 Stony Point Rd. 

Keswick, VA 22947; Burley Middle School-901 Rose Hill Dr. Charlottesville, VA 22903 

 

DATE:  February 4, 2025, 10:00 a.m. 

 

1. INTRODUCTIONS and SIGN-IN 

 

2. PROJECT PERSONNEL: 

Purchasing:     Chris Beahm, cbeahm@albemarle.org 

Owner’s Rep:     Sheila Hoopmann, shoopmann@k12alemarle.org 

Architectural/Engineering Firm:  Quinn Evans Architecture 

Architectural/Engineering Rep  Kylan Shirley, kshirley@quinnevans.com 

 

3. PROJECT SCOPE 

 

A. The scope is generally described as finish and fixture replacements in several restrooms at each 

school. 

B. Cost Range: $100,000-500,000 

 

4. SCHEDULE    

 

A. Bids Due:  Wednesday February 26, 2025, at 2:00 p.m.  

B. Construction Start: June 9, 2025  

C. Notice to Proceed: No later than May 01, 2025 

D. Substantial Completion: August 6th, 2025 

E. First Day of 2025 School Year: August 13, 2025 

F. Delivery Times:  

1. Coordinate with PM and provide 72 hour notice 

2. Restricted during morning & afternoon arrival & dismissal when school is in session: 

i.  7:15 a.m.-8:30 a.m. and 2 p.m.-3 p.m. at Stony Point and Murray ES 

ii.  8:30 a.m. to 9:30 a.m. and 3:30 p.m. to 4:30 p.m at Burley MS.   

3. Damages for Delay per Supplemental General Conditions:  

i. $500 /calendar day for Substantial Completion and 

ii. $500 / calendar day for Final Completion. 

 

5. BID DOCUMENTS   

 

A. Plans, project specifications, Addendums, Bid tabulations and other documents are available at the 

Albemarle County Public Schools Procurement Website and consist of: 

1. Drawings 

2. Project Manual (Bidding Documents and Specifications) 

3. Addenda issued during the Bidding period 

 

6. BID REQUIREMENTS  



A.  Instructions To Bidders 

 

1. Pre-Bid Question Form and Procedures: Questions submitted via email using form to Kylan, 

Sheila, and Chris. All questions due February 19, 2025. 

2. Withdrawal or Modification of Bids shall be per procedures describe in document 

3. Bid Guarantee:  Any bid, including the Total Base Bid plus all Additive Bid Items, which exceeds 

one hundred thousand dollars ($100,000) shall be accompanied by a Bid Bond payable to the 

Owner. 

 

B.  Requirements:  

 

1. Bid Form - Complete All Parts:  

i. TOTAL BASE BID:   Lump Sum Amount for all work not indicated to be an Additive Bid 

ii. Additive Bid Items: 

a. Item 1: Toilet H and I at Murray Elementary School 

b. Item 2: Toilet D and Toilets C1 and C2 at Stony Point Elementary School 

iii. Addenda:  Acknowledge all Addenda ON the Bid Form AND attach the signed cover sheets 

for the Addenda WITH the Bid Submission.  

2. Bid Bond is required if the Bid amount exceeds $100,000 and it must accompany the bid form at the 

time of submission. 

3. State Corporation Commission & Registered Agent Form 

4. Vendor Data Sheet 

5. Certification of Crimes Against Children 

6. Ensure a company officer or an officially authorized person signs the Bid Form  

7. Ensure the bid bond identifies the name and address of an attorney-in-fact who is appointed to act 

on behalf of the surety within the Commonwealth of Virginia.  The address shall be within the 

Commonwealth of Virginia.  The attorney-in-fact shall affix to the bond a certified and current 

copy of the power of attorney (Instructions to Bidders, 5. Bid Guarantee, (a), 3rd and 4th 

sentences).  

 

 

C.  BID RECEIPT AND BID READING PROCEDURES: 

 

1. Clearly marked Bids 

2. Confirmation of bid location, date, and time: 

a. Lock Box at County Office Building 

b. Bids Received by 2:00 pm on Wednesday February 26, 2025 

c. Bids Opened and Read virtually at 2:30 pm on February 26, 2025 via Microsoft Teams link 

provided in project manual. 

d. NOTE: No bids will be accepted after 2:00 pm 

3. Bid Receipt Protocol if Building is Closed – refer to the 2nd paragraph in the Invitation for Bids: If 

the County of Albemarle is closed for business at the time scheduled for bid opening, for whatever 

reason, sealed bids will be accepted and opened on the next scheduled business day, at the 

originally scheduled time).  

4. Address of County website for determining whether building is closed:  https://www.albemarle.org/  

 

7. CONTRACT DOCUMENTS 

 

A. The Contract Between Owner and Contractor 

B. the Schools Special Conditions 

C.  the Supplemental General Conditions 

D.  the General Conditions 

E. The Project Manual (Specifications) 



F. Drawings (Plans) 

8. SPECIAL CONCERNS  

 

A. Owner Occupancy: 

a. Existing Building Operations take precedence.  

b. No contact with students, faculty, staff  

B. A school activity calendar for summer school/activities will be provided in pre-construction meeting 

C. Protection of Adjacent Areas including landscaping & facilities (Contractor Responsibility) 

D. OSHA / VOSH Regulations (where applicable). 

E. Building Permit to be submitted for and provided by ACPS.  Trade permits and Inspections requests by 

Contractor 

F. Builders Risk Insurance and minimum insurance requirements per Supplemental General Conditions 

 

9. JOBSITE SAFETY AND PROTECTION 

 

A. Access 

B. Site Limitations 

C. Staging, Storage, and Lay-Down Area 

D. Utilities (use of Owner’s Water and Power is allowed but shall not be abused) 

E. Temporary Offices not required 

F. Contractor Parking 

G. Delivery Times 

H. Sanitary Facilities (contractor-furnished portable toilet) 

I. Exterior Enclosure-Control Partitions 

 

10.  ADMINISTRATION  

  

A.  Retainage: 5%  

B.  Coordination through Owner’s Representative 

B. First Payment requires receipt and approval of Schedule, Schedule of Values and Submittal log 

 

11. Addenda:  

 

A. Final Deadline for questions is 2/19/2025 to ensure they can be answered in the final addendum.  

B. Final Addenda will be issued: 2/21/2025.  

 

12. QUESTIONS 

 

A. Procedural Pre-Bid- Questions or Items to be Clarified? 

B. Questions submitted via email using question form from manual to Kylan, Sheila, and Chris. 

 

13. BUILDING WALK  

 

Additional Field Visits: Contact Sheila Hoopmann
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Bid Receipt and Bid Reading Procedures 

January 28, 2025 

2025-IFB-1002262 – 2025 Restroom 

Upgrades at Murray Elementary, Stony 

Point Elementary, and Burley Middle 

School 

 
 

The following Albemarle County Purchasing Procedures shall be in effect: 

 

1. Paper bids shall be prepared as usual and shall be delivered to the County Office Building at 401 McIntire 

Road, Charlottesville, VA 22902. Bids will be received in a secure manner and will be stored in such 

manner as to keep them in a secure status. 

 

2. A secure lock box will be available, at the exterior of the County Office Building, at the front Visitors 

Entrance, and will be labeled Vendor/Contractor Bids or Proposals Only. Bids shall be placed in this 

box, prior to the established due date and time for each solicitation. It is the Offeror’s responsibility to 

ensure that bids are received prior to the established bid due date and time. 

 
3. Bids will be received in the lockbox until 2:00 pm ET on Wednesday, February 26, 2025. Any further 

bids received will be ruled as late bids and will be retained un-opened. Late bids will not be considered. 

If you have any difficulty utilizing the lockbox please call the Purchasing Office, at 434- 296-5854. 

 
4. Bid readings will be held at 2:30 pm on Wednesday, February 26, 2025. At the appointed time 

as noted below, the bids will be virtually opened and read aloud by Purchasing personnel. Public 

attendance at the Bid Reading will be by virtual attendance through MS Teams Meeting. 

 

5. The bids shall be examined for conformance of all requirements of the solicitation including a signature, 

acknowledgement of addenda, and presence of a bid bond, when required. At the conclusion of the 

reading of the bids, Purchasing staff will complete the due diligence to examine bids for determination of 

complete responsiveness and vendor responsibility and additional information, including the bid 

tabulation, will be provided as it becomes available. 

 

6. At 2:30 pm on Wednesday, February 26, 2025 the Virtual Bid Reading may be attended through 

the following MS Teams Meeting link: 

 

Join the meeting now 
Meeting ID: 241 027 961 385 
Passcode: EJ35hf9j 
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CERTIFICATION OF CRIMES AGAINST CHILDREN 
AND ACTS OF MORAL TURPITUDE 

Contractor acknowledges that the implementation of this contract requires Contractor, Contractor’s employees and/or 
subcontractors to have direct contact with Albemarle County Public Schools’ students. Therefore, Contractor hereby 
certifies that neither Contractor nor, to the best of Contractor’s knowledge, its employees and/or subcontractors have 
been convicted of a felony or any offense involving the sexual molestation or physical or sexual abuse or rape of a 
child. 

 
Contractor further certifies and shall indicate below whether Contractor and, to the best of Contractor’s knowledge, 
its employees and/or its subcontractors, who will have direct contact with Albemarle County Public School students, 
have been convicted of a crime of moral turpitude. Crimes of “moral turpitude” are those crimes involving lying, 
cheating or stealing. 

 
For the purposes of this certification, "direct contact with students" means being in the presence of students during 
regular school hours or during school sponsored activities. 

 
Contractor understands that, pursuant to Code of Virginia §22.1-296.1, making a materially false statement regarding 
offenses which are required to be included in the certification referenced above is a Class 1 misdemeanor and, upon 
conviction, the fact of such conviction shall be grounds for the revocation of the contract to provide such services and, 
when relevant, the revocation of any license required to provide such services. Albemarle County Public Schools shall 
not be liable for materially false statements regarding the certifications required under this Contract. 

 
 
 

 
Have you or, to the best of your knowledge, any of your employees and/or subcontractors who will have direct 
contact with students been convicted of a crime of moral turpitude? 

 
 

□ NO 
□YES (please explain) 

 

 
 

 
 

 
 
 
 
 

Contractor Date 
 
 

By:   
 

Title:    
 
 

1 
 

 
2024 
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SECTION 260529 - HANGERS AND SUPPORTS FOR ELECTRICAL SYSTEMS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Steel slotted support systems. 
2. Aluminum slotted support systems. 
3. Conduit and cable support devices. 
4. Support for conductors in vertical conduit. 
5. Structural steel for fabricated supports and restraints. 
6. Mounting, anchoring, and attachment components, including powder-actuated 

fasteners, mechanical expansion anchors, concrete inserts, clamps, through bolts, 
toggle bolts, and hanger rods. 

7. Fabricated metal equipment support assemblies. 

1.3 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

1. Include construction details, material descriptions, dimensions of individual 
components and profiles, and finishes for the following: 
a. Slotted support systems, hardware, and accessories. 
b. Clamps. 
c. Hangers. 
d. Sockets. 
e. Eye nuts. 
f. Fasteners. 
g. Anchors. 
h. Saddles. 
i. Brackets. 

2. Include rated capacities and furnished specialties and accessories. 

B. Shop Drawings: For fabrication and installation details for electrical hangers and support 
systems. 

1. Hangers. Include product data for components. 
2. Slotted support systems. 
3. Equipment supports. 
4. Vibration Isolation Base Details: Detail fabrication including anchorages and 

attachments to structure and to supported equipment. Include adjustable motor bases, 
rails, and frames for equipment mounting. 

1.4 INFORMATIONAL SUBMITTALS 

A. Coordination Drawings: Reflected ceiling plan(s) and other details, drawn to scale, on which 
the following items are shown and coordinated with each other, using input from installers of 
the items involved: 
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1. Suspended ceiling components. 
2. Ductwork, piping, fittings, and supports. 
3. Structural members to which hangers and supports will be attached. 
4. Size and location of initial access modules for acoustical tile. 
5. Items penetrating finished ceiling, including the following: 

a. Luminaires. 
b. Air outlets and inlets. 
c. Speakers. 
d. Sprinklers. 
e. Access panels. 
f. Projectors. 

B. Welding certificates. 

1.5 QUALITY ASSURANCE 

A. Welding Qualifications: Qualify procedures and personnel according to the following: 

1. AWS D1.1/D1.1M. 
2. AWS D1.2/D1.2M. 

PART 2 - PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. Surface-Burning Characteristics: Comply with ASTM E 84; testing by a qualified testing 
agency. Identify products with appropriate markings of applicable testing agency. 

1. Flame Rating: Class 1. 
2. Self-extinguishing according to ASTM D 635. 

2.2 SUPPORT, ANCHORAGE, AND ATTACHMENT COMPONENTS 

A. Steel Slotted Support Systems: Preformed steel channels and angles with minimum 13/32-
inch- (10-mm-) diameter holes at a maximum of 8 inches (200 mm) o.c. in at least one surface. 

1. Manufacturers: Subject to compliance with requirements, available manufacturers 
offering products that may be incorporated into the Work include, but are not limited to 
the following: 
a. Allied Tube & Conduit; a part of Atkore International. 
b. B-line, an Eaton business. 
c. ERICO International Corporation. 
d. Flex-Strut Inc. 

 
e. Gripple Inc. 
f. Thomas & Betts Corporation; A Member of the ABB Group. 
g. Unistrut; Part of Atkore International. 
h. Wesanco, Inc. 

2. Standard: Comply with MFMA-4 factory-fabricated components for field assembly. 
3. Material for Channel, Fittings, and Accessories: Galvanized steel or Stainless steel, 

Type 304 or Stainless steel, Type 316. 
4. Channel Width: [Selected for applicable load criteria] [1-5/8 inches (41.25 mm)] [1-1/4 

inches (31.75 mm)] [13/16 inches (20.64 mm)] . 
5. Metallic Coatings: Hot-dip galvanized after fabrication and applied according to MFMA-

4. 

http://www.specagent.com/Lookup?ulid=1736
http://www.specagent.com/Lookup?uid=123457097847
http://www.specagent.com/Lookup?uid=123457097848
http://www.specagent.com/Lookup?uid=123457097849
http://www.specagent.com/Lookup?uid=123457097855
http://www.specagent.com/Lookup?uid=123457103647
http://www.specagent.com/Lookup?uid=123457097854
http://www.specagent.com/Lookup?uid=123457097852
http://www.specagent.com/Lookup?uid=123457097853
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6. Nonmetallic Coatings: Manufacturer's standard PVC, polyurethane, or polyester 
coating applied according to MFMA-4. 

7. Painted Coatings: Manufacturer's standard painted coating applied according to 
MFMA-4. 

8. Protect finishes on exposed surfaces from damage by applying a strippable, temporary 
protective covering before shipping. 

B. Aluminum Slotted Support Systems: Extruded-aluminum channels and angles with minimum 
13/32-inch- (10-mm-) diameter holes at a maximum of 8 inches (200 mm) o.c. in at least one 
surface. 

1. Manufacturers: Subject to compliance with requirements, available manufacturers 
offering products that may be incorporated into the Work include, but are not limited to 
the following: 
a. Cooper Industries, Inc. 
b. Flex-Strut Inc. 
c. Haydon Corporation. 
d. MKT Metal Manufacturing. 
e. Thomas & Betts Corporation; A Member of the ABB Group. 
f. Unistrut; Part of Atkore International. 

2. Standard: Comply with MFMA-4 factory-fabricated components for field assembly. 
3. Channel Material: 6063-T5 aluminum alloy. 
4. Fittings and Accessories Material: 5052-H32 aluminum alloy. 
5. Channel Width: [Selected for applicable load criteria] [1-5/8 inches (41.25 mm)] [1-1/4 

inches (31.75 mm)] [13/16 inches (20.64 mm)]. 
6. Nonmetallic Coatings: Manufacturer's standard PVC, polyurethane, or polyester 

coating applied according to MFMA-4. 
7. Painted Coatings: Manufacturer's standard painted coating applied according to 

MFMA-4. 
8. Protect finishes on exposed surfaces from damage by applying a strippable, temporary 

protective covering before shipping. 

C. Conduit and Cable Support Devices: [Steel] [Steel and malleable-iron] [Stainless-steel] 
[Glass-fiber-resin] hangers, clamps, and associated fittings, designed for types and sizes of 
raceway or cable to be supported. 

D. Support for Conductors in Vertical Conduit: Factory-fabricated assembly consisting of 
threaded body and insulating wedging plug or plugs for nonarmored electrical conductors or 
cables in riser conduits. Plugs shall have number, size, and shape of conductor gripping 
pieces as required to suit individual conductors or cables supported. Body shall be made of 
malleable iron. 

E. Structural Steel for Fabricated Supports and Restraints: ASTM A 36/A 36M steel plates, 
shapes, and bars; black and galvanized. 

F. Mounting, Anchoring, and Attachment Components: Items for fastening electrical items or 
their supports to building surfaces include the following: 

1. Powder-Actuated Fasteners: Threaded-steel stud, for use in hardened portland 
cement concrete, steel, or wood, with tension, shear, and pullout capacities 
appropriate for supported loads and building materials where used. 

2. Mechanical-Expansion Anchors: Insert-wedge-type, [zinc-coated] [stainless] steel, for 
use in hardened portland cement concrete, with tension, shear, and pullout capacities 
appropriate for supported loads and building materials where used. 

3. Concrete Inserts: Steel or malleable-iron, slotted support system units are similar to 
MSS Type 18 units and comply with MFMA-4 or MSS SP-58. 

http://www.specagent.com/Lookup?ulid=11790
http://www.specagent.com/Lookup?uid=123457097865
http://www.specagent.com/Lookup?uid=123457097868
http://www.specagent.com/Lookup?uid=123457097867
http://www.specagent.com/Lookup?uid=123457097866
http://www.specagent.com/Lookup?uid=123457097869
http://www.specagent.com/Lookup?uid=123457097864
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4. Clamps for Attachment to Steel Structural Elements: MSS SP-58 units are suitable for 
attached structural element. 

5. Through Bolts: Structural type, hex head, and high strength. Comply with ASTM A 325. 
6. Toggle Bolts: [All] [Stainless]-steel springhead type. 
7. Hanger Rods: Threaded steel. 

2.3 FABRICATED METAL EQUIPMENT SUPPORT ASSEMBLIES 

A. Description: Welded or bolted structural-steel shapes, shop or field fabricated to fit 
dimensions of supported equipment. 

 
B. Materials: Comply with requirements in Section 055000 "Metal Fabrications" for steel shapes 

and plates. 

PART 3 - EXECUTION 

3.1 APPLICATION 

A. Comply with the following standards for application and installation requirements of hangers 
and supports, except where requirements on Drawings or in this Section are stricter: 

1. NECA 1. 
2. NECA 101 
3. NECA 102. 
4. NECA 105. 
5. NECA 111. 

B. Comply with requirements in Section 078413 "Penetration Firestopping" for firestopping 
materials and installation for penetrations through fire-rated walls, ceilings, and assemblies. 

C. Comply with requirements for raceways and boxes specified in Section 260533 "Raceways 
and Boxes for Electrical Systems." 

D. Maximum Support Spacing and Minimum Hanger Rod Size for Raceways: Space supports 
for EMT, IMC, and RMC as scheduled in NECA 1, where its Table 1 lists maximum spacings 
that are less than those stated in NFPA 70. Minimum rod size shall be 1/4 inch (6 mm) in 
diameter. 

E. Multiple Raceways or Cables: Install trapeze-type supports fabricated with steel slotted [or 
other] support system, sized so capacity can be increased by at least 25 percent in future 
without exceeding specified design load limits. 

1. Secure raceways and cables to these supports with [two-bolt conduit clamps] [single-
bolt conduit clamps] [single-bolt conduit clamps using spring friction action for retention 
in support channel]. 

F. Spring-steel clamps designed for supporting single conduits without bolts may be used for 1-
1/2-inch (38-mm) and smaller raceways serving branch circuits and communication systems 
above suspended ceilings, and for fastening raceways to trapeze supports. 

3.2 SUPPORT INSTALLATION 

A. Comply with NECA 1 and NECA 101 for installation requirements except as specified in this 
article. 
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B. Raceway Support Methods: In addition to methods described in NECA 1, [EMT] [IMC] [and] 
[RMC] may be supported by openings through structure members, according to NFPA 70. 

C. Strength of Support Assemblies: Where not indicated, select sizes of components so strength 
will be adequate to carry present and future static loads within specified loading limits. 
Minimum static design load used for strength determination shall be weight of supported 
components plus 200 lb (90 kg). 

 
D. Mounting and Anchorage of Surface-Mounted Equipment and Components: Anchor and 

fasten electrical items and their supports to building structural elements by the following 
methods unless otherwise indicated by code: 

1. To Wood: Fasten with lag screws or through bolts. 
2. To New Concrete: Bolt to concrete inserts. 
3. To Masonry: Approved toggle-type bolts on hollow masonry units and expansion 

anchor fasteners on solid masonry units. 
4. To Existing Concrete: Expansion anchor fasteners. 
5. Instead of expansion anchors, powder-actuated driven threaded studs provided with 

lock washers and nuts may be used in existing standard-weight concrete 4 inches (100 
mm) thick or greater. Do not use for anchorage to lightweight-aggregate concrete or 
for slabs less than 4 inches (100 mm) thick. 

6. To Steel: [Welded threaded studs complying with AWS D1.1/D1.1M, with lock washers 
and nuts] [Beam clamps (MSS SP-58, Type 19, 21, 23, 25, or 27), complying with 
MSS SP-69] [Spring-tension clamps]. 

7. To Light Steel: Sheet metal screws. 
8. Items Mounted on Hollow Walls and Nonstructural Building Surfaces: Mount cabinets, 

panelboards, disconnect switches, control enclosures, pull and junction boxes, 
transformers, and other devices on slotted-channel racks attached to substrate. 

E. Drill holes for expansion anchors in concrete at locations and to depths that avoid the need 
for reinforcing bars. 

3.3 INSTALLATION OF FABRICATED METAL SUPPORTS 

A. Comply with installation requirements in Section 055000 "Metal Fabrications" for site-
fabricated metal supports. 

B. Cut, fit, and place miscellaneous metal supports accurately in location, alignment, and 
elevation to support and anchor electrical materials and equipment. 

C. Field Welding: Comply with AWS D1.1/D1.1M. 

3.4 CONCRETE BASES 

A. Construct concrete bases of dimensions indicated, but not less than 4 inches (100 mm) larger 
in both directions than supported unit, and so anchors will be a minimum of 10 bolt diameters 
from edge of the base. 

B. Use 3000-psi (20.7-MPa), 28-day compressive-strength concrete. Concrete materials, 
reinforcement, and placement requirements are specified in Section 033000 "Cast-in-Place 
Concrete." 

C. Anchor equipment to concrete base as follows: 
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1. Place and secure anchorage devices. Use supported equipment manufacturer's 
setting drawings, templates, diagrams, instructions, and directions furnished with items 
to be embedded. 

2. Install anchor bolts to elevations required for proper attachment to supported 
equipment. 
 

3. Install anchor bolts according to anchor-bolt manufacturer's written instructions. 

3.5 PAINTING 

A. Touchup: Clean field welds and abraded areas of shop paint. Paint exposed areas 
immediately after erecting hangers and supports. Use same materials as used for shop 
painting. Comply with SSPC-PA 1 requirements for touching up field-painted surfaces. 

1. Apply paint by brush or spray to provide minimum dry film thickness of 2.0 mils (0.05 
mm). 

B. Touchup: Comply with requirements in [Section 099113 "Exterior Painting"] [Section 099123 
"Interior Painting"] for cleaning and touchup painting of field welds, bolted connections, and 
abraded areas of shop paint on miscellaneous metal. 

C. Galvanized Surfaces: Clean welds, bolted connections, and abraded areas and apply 
galvanizing-repair paint to comply with ASTM A 780. 

END OF SECTION 260529 
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GENERAL NOTES

G1 PERFORM WORK IN ACCORDANCE WITH APPLICABLE LAWS, 
ORDINANCES, CODES, AND REQUIREMENTS. GC SHALL 
OBTAIN ALL PERMITS AND APPROVALS AS REQUIRED FOR 
THE COMPLETION OF THE WORK BY THE AUTHORITY HAVING 
JURISDICTION.

G2 FIELD VERIFY ALL CONDITIONS AND DIMENSIONS. REVIEW 
CONTRACT DOCUMENTS. NOTIFY THE ARCHITECT OF ANY 
DISCREPANCIES OR OMISSIONS IN WRITING PRIOR TO 
COMMENCEMENT OF THE WORK. PROCEED AFTER RECEIPT 
OF DIRECTION FROM THE ARCHITECT.

G3 DIMENSIONS ARE TO THE FINISH FACE UNLESS OTHERWISE 
NOTED.

G4 ALL WORK IS NEW UNLESS INDICATED OTHERWISE.

G5 REFER TO TYPICAL COMPARTMENT LAYOUTS FOR ALL 
TOILET ACCESSORY INSIDE TOILET COMPARTMENTS.

G6 PAINT DOOR FRAME, ALL SIDES

G7 ALL WALL AND CEILING SURFACES NOT TILED SHALL BE 
PAINTED

G8 EXISTING FIXTURE CARRIERS, WHERE PRESENT, SHALL BE 
REUSED. WHERE FIXTURE CARRIERS ARE NOT PRESENT, 
NEW CARRIERS SHALL BE INSTALLED IN ACCORDANCE WITH 
UNIT PRICING.

GENERAL DEMOLITION NOTES

1 DASHED LINES INDICATE EXISTING CONSTRUCTION TO BE 
REMOVED U.I.O., REMOVAL OF PARTITIONS INCLUDES 
REMOVAL OF ALL ITEMS FIXED TO PARTITIONS (DOORS, 
CASEWORK, ELECTRICAL, PLUMBING, ETC.). EXTENT OF 
SELECTIVE DEMOLITION SHALL BE AS REQUIRED FOR 
INSTALLATION OF NEW WORK. EXISTING WORK TO REMAIN, IF 
DAMAGED BY DEMOLITION OPERATIONS, SHALL BE REPAIRED 
TO MATCH ORIGINAL SURFACE CONDITION OR AS INDICATED 
IN THE DRAWINGS.

2 ALL CEILING FINISHES ARE TO REMAIN UNLESS NOTED 
OTHERWISE. 

3 TYPICAL DEMO/REMOVE AND REINSTALL SCOPE AT 
RESTROOM UNLESS NOTED OTHERWISE: 

A. PLUMBING FIXTURES: DEMOLISH TOILETS, 
URINALS, LAVATORIES, AND FAUCETS.  EXPOSED 
VALVES, SUPPLY AND WASTE PIPING SHALL BE 
DEMOLISHED AS REQUIRED TO INSTALL NEW 
WORK. 

B. DEVICES, ALARMS, SENSORS, SURFACE RACE 
WAYS, RECEPTACLE AND SWITCH PLATES, DOOR 
STOPS, WALL  MOUNTED LIGHT FIXTURES:
REMOVE AND PROTECT DURING WORK. 
REINSTALL AFTER FINISH WORK IS COMPLETE. 
PROVIDE JUNCTION BOX EXTENDERS AS 
REQUIRED TO ACCOMODATE NEW FINISHES. 
INSTALL BLANK COVER PLATES AT UNUSED 
JUNCTION BOXES. SURFACE MOUNTED JUNCTION 
BOXES AND RACEWAY SHALL REMAIN SURFACE 
MOUNTED UNLESS NOTED OTHERWISE. WORK 
RELATED TO FIRE ALARM SYSTEMS SHALL BE 
PERFORMED BY A CONTRACTOR QUALIFIED TO 
PERFORM SUCH WORK.

C. TOILET PARTITIONS: REMOVE AND PROTECT ALL 
EXISTING TOILET & URINAL PARTITIONS UNLESS 
NOTED OTHERWISE FOR REINSTALLATION.

D. TOILET ACCESSORIES: REMOVE ALL SOAP 
DISPENSERS, TOILET PAPER DISPENSERS, PAPER 
TOWEL DISPENSERS, HAND DRYERS, SANITARY 
NAPKIN DISPOSALS, AND MIRRORS WITHOUT 
DAMAGING AND TURN OVER TO OWNER.

4 PROTECT FLOORS IN AREAS USED TO ACCESS 
CONSTRUCTION AREAS WITH MASONITE OR KRAFT PAPER. 
DAMAGED FLOOR FINISHES SHALL BE REPAIRED AND/OR 
REPLACED BY CONTRACTOR. 

5 ADJUST HEIGHT OF CLEAN OUTS AND FLOOR DRAINS WITH 
THREADED EXTENSION SO THAT COVER IS FLUSH AND LEVEL 
WITH NEW FLOOR FINISH. IF DRAIN CANNOT BE ADJUSTED, 
OR IS IN DISREPAIR. ADVISE OWNER AND ARCHITECT.

6 FLOORS: REMOVE IN ITS ENTIRETY TILE FLOORING AND 
MORTAR BED. ASSUME THICKSET MORTAR BED. PREPARE 
SLAB TO RECEIVE NEW FLOOR FINISH, INCLUDING STRIPPING, 
GRINDING, FILLING, PATCHING, LEVELING AND OTHER 
METHODS AS REQUIRED TO PREPARE SLAB FOR 
INSTALLATION OF NEW WORK. 

7 PLUMBING FIXTURES AND TOILET PARTITIONS SHALL BE 
REINSTALLED IN EXISTING LOCATIONS, EXCEPT WHERE 
INDICATED OTHERWISE ON DRAWINGS.
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MURRAY - TOILET
DEMO, NEW WORK,

CEILING & FINISH
PLAN

KBKS

QEA No.52410120

190 LAMBS LN, CHARLOTTESVILLE,
VIRGINIA 22901

01/28/2025

BID DOCUMENTS

2025 RESTROOM

UPGRADES AT MURRAY

ELEMENTARY, STONY

POINT ELEMENTARY, AND

BURLEY MIDDLE SCHOOL

ALBEMARLE COUNTY
PUBLIC SCHOOLS

1/4" = 1'-0"A103

16 DEMO PLAN - TOILET J1 & J2
1/4" = 1'-0"A103

17 NEW WORK - TOILET J1 & J2
1/4" = 1'-0"A103

18 RCP - TOILET J1 & J2
1/4" = 1'-0"A103

20 FINISH PLAN - TOILET J1 & J2

1/4" = 1'-0"A103

1 DEMO PLAN - TOILET G1 & G2
1/4" = 1'-0"A103

2 NEW WORK - TOILET G1 & G2
1/4" = 1'-0"A103

3 RCP - TOILET G1 & G2
1/4" = 1'-0"A103

4 FINISH PLAN - TOILET G1 & G2

1/4" = 1'-0"A103

5 DEMO PLAN - TOILET H
1/4" = 1'-0"A103

6 NEW WORK - TOILET H
1/4" = 1'-0"A103

7 RCP - TOILET H
1/4" = 1'-0"A103

8 FINISH PLAN - TOILET H

1/4" = 1'-0"A103

11 DEMO PLAN - TOILET I
1/4" = 1'-0"A103

12 NEW WORK - TOILET I
1/4" = 1'-0"A103

13 RCP - TOILET I
1/4" = 1'-0"A103

14 FINISH PLAN - TOILET I

1/4" = 1'-0"A103

9

CASEWORK
ELEVATION - CLINIC

ADDITIVE 

BID ITEM #1

3/4" = 1'-0"A103

10

CASEWORK SECTION -
CLINIC

1 1/2" = 1'-0"A103

15

SKYLIGHT SHAFT
SECTION

DEMOLITION KEYNOTES

D1 DEMOLISH CERAMIC FLOOR TILE AND GROUT FROM FLOOR.
DEMOLISH EXISTING COVE BASE AT WALL AS REQUIRED TO
INSTALL NEW EPOXY FLOOR AND NEW COVE BASE.

D2 DEMOLISH TOILETS, URINALS, FIXTURES, AND ASSOCIATED
PIPING AND VALVES. PREPARE FOR INSTALLATION OF NEW
WORK.

D3 REMOVE TOILET AND URINAL PARTITIONS AND ALL SUPPORTS
AND FASTENERS - PROTECT FOR REINSTALLATION. PATCH
HOLES IN WALLS, FLOORS, AND CEILINGS.

D4 REMOVE EXISTING ACCESS WALL PANELS AND REINSTALL
AFTER FINISHES INSTALLATION. PAINT ACCESS WALL PANEL.

D5 DEMOLISH TILE WAINSCOT

D6 DEMOLISH EXISTING CEILINGS AND LIGHT FIXTURES

D7 DEMOLISH EXISTING VCT FLOOR TILE AND WOOD/VINYL BASE.
PREPARE SUBSTRATE FOR INSTALLATION OF NEW WORK.

D8 DEMOLISH EXISTING WALL CABINET. REMOVE EXISTING
DRYWALL / PLASTER TO EXTENT REQUIRED TO INSTALL
BLOCKING FOR NEW CABINET.

D9 REMOVE EXISTING ACOUSTIC CEILING TILES, EXISTING
CEILING SUSPENSION GRID TO REMAIN.

D10 DEMOLISH EXISTING WOOD CHAIR RAIL TRIM FROM ALL
WALLS.

D11 DEMOLISH EXISTING RECESSED PAPER TOWL DISPENSER /
TRASH RECEPTACLE

D12 DEMOLISH EXIST. METAL TOILET PARTITIONS, PATCH HOLES
AT WALLS AND PREPARE FOR INSTALLATION OF NEW
PARTITIONS.

D13 DEMOLISH EXISTING BASE CABINET, COUNTERTOP WITH SINK
AND WALL CABINET.

NEW WORK KEYNOTES

1 INSTALL NEW TOILET, URINAL, AND LAVATORY FIXTURES  AT
SAME LOCATION AND HEIGHT AS EXISTING. REFER TO
PLUMBING DRAWINGS AND SPECIFICATIONS. PROVIDE MISC.
HARDWARE, FITTINGS, FASTENERS, ESCUTCHEONS, AND
OTHER ACCESSORIES REQUIRED FOR COMPLETE AND
FINISHED INSTALLATION.

2 INSTALL EPOXY FLOORING AND COVE BASE FULL EXTENTS OF
ROOM.  PREPARE SUBSTRATE BY REMOVING UNEVEN,
INCONSISTENT SURFACES, FILLING HOLES, APPLYING LEVELING
COMPOUND AND OTHER WORK REQUIRED TO MEET
INSTALLATION REQUIREMENTS OF EPOXY FLOOR FINISH
MANUFACTURER.

3 WALLS TO RECEIVE TILE FINISH WHERE TILE PATTERN IS
INDICATED. REFER TO WALL PATTERN TYPES 'A' AND 'B' ON
A101.

4 RE-INSTALL SALVAGED TOILET PARTITIONS, CHANGE STRIKES
AND HINGES TO BE FULL HEIGHT TYPE.

5 NEW CEILING TILES AND LIGHT FIXTURE INSTALLED IN EXISTING
SUSPENSION GRID. REF ELECTRICAL FOR LIGHT FIXTURE.

6 REFINISH DOOR AND REINSTALL.  AT ALL SURFACES, REMOVE
EXISTING FINISH BY SCRAPING OR CHEMICAL PROCESS.  SAND
SMOOTH TO 400 GRIT.  APPLY WATER-BASED OIL-MODIFIED
CLEAR POLYURETHANE (MINWAX WATER-BASED OIL-MODIFIED
POLYURETHANE OR EQUAL) TO ALL SIX SIDES OF DOOR. REUSE
EXISTING HARDWARE.

7 REPLACE ONE DAMAGED EXISTING PARTITION PANEL AND
HARDWARE, COLOR AND FINISH TO MATCH EXISTING.

8 NEW FLOOR DRAIN COVER. ADJUST HEIGHT OF DRAIN WITH
THREADED EXTENSION SO THAT DRAIN COVER IS FLUSH AND
LEVEL WITH NEW FLOOR FINISH.

9 INSTALL NEW URINAL SCREEN. COLOR AND MATERIAL TO
MATCH EXISTING TOILET PARTITIONS.

10 CLEAN CEILING PANELS AND DIFFUSERS

11 INSTALL 1/4" CEMENTITIOUS TILE BACKER BOARD OVER
EXISTING GYPSUM BOARD/ PLASTER FINISH ABOVE EXISTING
WAINSCOT TO BOTTOM OF CEILING FINISH. SECURE TO
EXISTING WALL FRAMING IN ACCORDANCE WITH
MANUFACTURERS FASTENING INSTRUCTIONS.

12 REPLACE GYPSUM BOARD FINISH TO COVER NEW BLOCKING
FOR WALL CABINET

13 EXISTING CEILING TO REMAIN

14 NEW SUSPENDED ACOUSTIC CEILING GRID AND TILES

15 NEW PIPE CHASE - 5/8" GYPSUM BOARD ON 2 1/2' METAL
FRAMING, LOCATED TO CONCEAL EXISTING PIPING.

16 TILE TO FULL HEIGHT OF WALL, OVER TOP OF EXISTING TILE
AND CMU SUBSTRATE.

17 TILE TO FULL HEIGHT OF WALL, OVER TOP OF EXISTING TILE
AND EXISTING GYPSUM BOARD SUBSTRATE.

18 NEW BASE AND UPPER WALL CABINET, REF 9/A103 & 10/A103.

19 INSTALL NEW TOILET PARTITIONS AT SAME LOCATION AS
EXISTING DEMOLISHED PARTITIONS.

20 PATCH OPENING IN CHASE WALL WITH CMU, SIZE TO MATCH
EXISTING CMU.

No. Date Description

1 2/5/2025 ADDENDUM 01

• ALBEMARLE COUNTY PUBLIC SCHOOLS RECORDS INDICATE 
THAT ASBESTOS-CONTAINING MATERIAL (ACM) IS LIKELY TO 
BE PRESENT WITHIN WALLS AND ABOVE CEILINGS IN THE 
VICINITY OF AND WITHIN THE SPACES IDENTIFIED AS 'GIRLS 
TOILET J1' AND 'BOYS TOILET J2'.  

• THIS ACM IS EXPECTED TO BE IN THE FORM OF MASTICS, 
PIPE INSULATION AND PIPE INSULATION FITTINGS. 

• CONTRACTOR SHALL FOLLOW APPLICACLE REGULATORY 
REQUIREMENTS WHILE CARRYING OUT  DEMOLITION OF 
WALLS AND CEILINGS.  

• CONTRACTOR SHALL ALERT OWNER WHEN WALLS AND 
CEILINGS ARE REMOVED

• OWNER WILL INSPECT FOR PRESENCE OF ACM AND ANY 
REQUIRED ABATEMENT WILL BE CARRIED OUT BY OWNER'S 
SEPARATE CONTRACTOR AT OWNER'S EXPENSE. 

HAZARDOUS MATERIALS

1
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