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THE SCOPE OF THIS PROJECT INCLUDES IN-KIND REPLACEMENT OF FLOOR AND WALL FINISH MATERIALS, TOILET STALL COMPARTMENTS, TOILET 
ACCESSORIES AND SELECTED PLUMBING FIXTURES IN RESTROOMS AT (2) ALBEMARLE COUNTY PUBLIC SCHOOLS.

WHERE EXISTING ROOM DIMENSIONS AND FIXTURE LOCATIONS AND SPACING ALLOW, ADAAG AND ICC/ANSI ARE MET. THE INTENT OF THIS PROJECT IS NOT
A COMPLETE RESTROOM REPLACEMENT NOR A COMPREHENSIVE BUILDING-WIDE ANALYSIS OF CODE/ADAAG COMPLIANCE.
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ABBREVIATIONS GRAPHIC SYMBOLS

SYS SYSTEM

T THICK, TREAD, TOILET

T&G TONGUE AND GROOVE

T.O. TOP OF

TECH TECHNOLOGY

TEL TELEPHONE

TEMP TEMPORARY, TEMPERED

TER TERRAZZO

THRS THRESHOLD

THRU THROUGH

TOC TOP OF CONCRETE

TOF TOP OF FOOTING

TOJ TOP OF JOIST

TOM TOP OF MASONRY

TOP TOP OF PARAPET

TOS TOP OF STEEL

TOW TOP OF WALL

TRANS TRANSPARENT

TV TELEVISION

TYP TYPICAL

UC UNDERCUT

UH UNIT HEATER

UIO UNLESS INDICATED
OTHERWISE

UL UNDERWRITER'S
LABORATORY

UNFIN UNFINISHED

UR URINAL

VAR VARIES

VAT VINYL ASBESTOS TILE

VB VINYL BASE

VCT VINYL COMPOSITION TILE

VERT VERTICAL

VEST VESTIBULE

VIF VERIFY IN FIELD

VTR VENT THROUHG ROOF

VU VENTILATION UNIT

VWC VINYL WALLCOVERING

W WEST, WIDE, WIDE FLANGE

W-W WALL TO WALL

W/ WITH

W/O WITHOUT

WC WATER CLOSET

WD WOOD

WDW WINDOW

WH WALL HEATER

WP WATERPROOFING, WORK
POINT

WT WEIGHT

WWF WELDED WIRE FABRIC

WWM WELDED WIRE MESH

X BRACE CROSS BRACING

XFER TRANSFER

YD YARD, YARD DRAIN

# NUMBER, POUND

& AND

@ AT

± PLUS / MINUS

PROV PROVIDE(D)

PSF POUNDS PER SQUARE FOOT

PSI POUNDS PER SQUARE INCH

PT PAINT, POST-TENSIONED,
PRESSURE TREATED

PTD PAINTED

PVC POLYVINYL CHLORIDE

PVMT PAVEMENT

PWR POWER

PWT PORCELAIN WALL TILE

QT QUARRY TILE

QTY QUANTITY

QUAD QUADRANT

R RADIUS, RISER, THERMAL
RESISTANCE

RB RUBBER BASE

RCP REFLECTED CEILING PLAN

RD ROOF DRAIN

REBAR REINFORCING BAR

REF REFERENCE

REG REGISTER, REGULATION

REINF REINFORCED

REPL REPLACE

REQ REQUIRED

RES RESILIENT

RET RETAINING, RETURN

REV REVISION(S) / REVISE(D)

RFG ROOFING

RFG ROOFING

RH RIGHT HAND, RELATIVE
HUMIDITY

RHR RIGHT HAND REVERSE

RL RAIN LEADER

RM ROOM

RO ROUGH OPENING

RTF RUBBER TILE FLOOR

RTU ROOF TOP UNIT

RV ROOF VENTILATOR

S SOUTH, SEAL

SAB SOUND ATTENUATION BATT

SALV SALVAGE

SAN SANITARY

SB SPLASH BLOCK

SC SOLID CORE

SCHED SCHEDULE

SCT STRUCTURAL CLAY TILE

SCWD SOLID CORE WOOD DOOR

SEC SECURE, SECURITY

SECT SECTION

SF SQUARE FEET

SHT SHEET

SIM SIMILAR

SLL SOUND / LIGHT LOCK

SPEC SPECIFICATION

SQ SQUARE

SS STAINLESS STEEL

STD STANDARD

STL STEEL

STN STAIN

STO STORAGE

STRUC STRUCTURAL

SUB SUBSTITUTION

SUSP SUSPENDED

LBL LABEL

LH LEFT HAND

LHR LEFTHAND REVERSE

LL LIVE LOAD

LLH LONG LEG HORIZONTAL

LLV LONG LEG VERTICAL

LP LOW POINT

LT GA LIGHT GAUGE

LTG LIGHTING

LV LOW VOLTAGE

LW LIGHT WEIGHT

MAS MASONRY

MATL MATERIAL(S)

MAX MAXIMUM

MDO MEDIUM DENSITY OVERLAY

MECH MECHANICAL

MED MEDIUM

MEMB MEMBRANE

MFR MANUFACTURE(R)

MIN MINIMUM

MISC MISCELLANEOUS

MO MASONRY OPENING

MOD BIT MODIFIED BITUMEN

MR MLISTURE RESISTANT

MTD MOUNTED

MTG MOUNTING

MTL METAL

N NORTH

NA NOT APPLICABLE

NAT NATURAL

NC NOISE CRITERIA, NORMALLY
CLOSED

NIC NOT IN CONTRACT, NOISE
ISOLATION CLASS

NO('S) NUMBER(S), NORMALLY
OPEN

NOM NOMINAL

NRC NOISE REDUCTION
COEFFICIENT

NTS NOT TO SCALE

O-O OUT TO OUT

OC ON CENTER

OD OUTSIDE DIAMETER

OF/CI OWNER FURNISHED /
CONTRACTOR INSTALLED

OFC OFFICE

OH OPPOSITE HAND, OVERHEAD

OPNG OPENING(S)

ORIG ORIGINAL

PA PUBLIC ADDRESS

PAR PARALLEL

PART PARTITION(S), PARTIAL

PC PRECAST

PERF PERFORATE(D)

PFT PORCELAIN FLOOR TILE

PL PLATE, PROPERTY LINE

PLAM PLASTIC LAMINATE

PLAS PLASTER

PLWD PLYWOOD

PNL PANEL(ED)

POLY POLYETHYLENE

PR PAIR

PREP PREPARE (SURFACE)

FTG FOOTING

FUR FURR(ED,ING)

FWC FABRIC WALL COVERING

G NATURAL GAS

GA GAUGE

GALV GALVANIZED

GB GRAB BAR

GC GENERAL CONTRACT(OR)

GEN GENERATOR

GFRC GLASS-FIBER-REINFORCED
CONCRETE

GFRG GLASS-FIBER-REINFORCED
GYPSUM

GFRP GLASS-FIBER-REINFORCED
POLYESTER,
GLASS-FIBER-REINFORCED
PLASTIC

GL GLASS, GLAZING

GLU LAM GLUE LAMINATED WOOD

GOVT GOVERNMENT

GT GROUT

GWB GYPSUM WALLBOARD

H HIGH

HAZ MAT HAZARDOUS MATERIAL

HB HOSE BIBB

HC HOLLOW CORE, HOSE
CABINET

HCWD HOLLOW CORE WOOD DOOR

HD HEAVY DUTY

HDR HEADER

HDWD HARDWOOD

HDWR HARDWARE

HID HIGH INTENSITY DISCHARGE

HM HOLLOW METAL

HORIZ HORIZONTAL(LY)

HP HIGH POINT

HSS HOLLOW STRUCTURAL
SECTION

HT HEIGHT

HT HEIGHT(S)

HVAC HEATING, VENTILATION & AIR
CONDITIONING

HW HOT WATER

ID INSIDE DIAMETER

ILO IN LIEU OF

IN INCH(ES)

INCAN INCANDESCENT

INCL INCLUDE(S,D,ING)

INFO INFORMATION

INSUL INSULATION, INSULATED

INT INTERIOR

INV INVERT

IRMA INVERTED ROOF MEMBRANE
ASSEMBLY

J-BOX JUNCTION BOX

JAN JANITOR

JT(S) JOINT(S)

KIT KITCHEN

KO KNOCK OUT

L ANGLE

LAM LAMINATE(D)

LAV LAVATORY

DEMO DEMOLISH, DEMOLITION

DETER DETERIORATING,
DETERIORATED

DF DRINKING FOUNTAIN

DIA DIAMETER

DIAG DIAGONAL

DIM(S) DIMENSION(S)

DIV DIVIDE

DN DOWN

DR DOOR, DRAIN

DS DOWNSPOUT

DTL DETAIL

DWG(S) DRAWING(S)

DWR DRAWER

E EAST

E-P EPOXY PAINT

EA EACH

EJ EXPANSION JOINT

EL ELEVATION (TOPO)

ELEC ELECTRICAL

ELEV ELEVATION (ARCH),
ELEVATOR

EMER EMERGENCY

ENCL ENCLOS(E,URE)

ENGR ENGINEER

ENTR ENTRANCE

EOS EDGE OF SLAB

EPDM ETHYLENE PROPYLENE
DIENE MONOMER

EPS EXPANDED POLYSTYRENE
BOARD

EQ EQUAL

EQUIP EQUIPMENT

EST ESTIMATE(D)

EW EACH WAY

EWC ELECTRIC WATER COOLER

EXH EXHAUST

EXHB EXHIBIT

EXIST EXISTING

EXP EXPOSED, EXPANSION

EXT EXTERIOR

FA FIRE ALARM

FAS FASTEN(ER)

FD FLOOR DRAIN

FDC FIRE DEPARTMENT
CONNECTION

FDTN FOUNDATION

FE FIRE EXTINGUISHER

FEC FIRE EXTINGUISHER
CABINET

FF FINISH(ED) FACE

FF&E FURNITURE, FIXTURES &
EQUIPMENT

FH FIRE HOSE, FIRE HYDRANT

FHC FIRE HOSE CABINET

FIN(S) FINISH(ES)

FIXT FIXTURE

FL FLOOR(ING)

FLAM FLAMMABLE

FLUOR FLUORESCENT

FO FINISHED OPENING

FOS FACE OF STUDS

FP FIRE PROTECTION

FR FRAME(D,ING), FIRE RATING,
FIRE RESISTANT

FT FEET

A/C AIR CONDITIONING

A/E ARCHITECT / ENGINEER

ABV ABOVE

ACCESS ACCESSIBLE

ACP ACOUSTICAL CEILING PANEL

ACST ACOUSTIC

AD AREA DRAIN

ADA AMERICANS WITH
DISABILITIES ACT

ADD'L ADDITIONAL

ADJ ADJACENT/ADJUST

AFF ABOVE FINISHED FLOOR

AFG ABOVE FINISHED GRADE

AGG AGGREGATE

ALT ALTERNATE

ALUM ALUMINIUM

APPROX APPROXIMATE(LY)

ARCH ARCHITECT(URAL, URE)

ASPH ASPHALT(IC)

ASSOC ASSOCIATED

AUTO AUTOMATIC

AVG AVERAGE

AWP ACOUSTICAL WALL PANEL

BBT BIO-BASED TILE

BC BRICK COURSE

BD BOARD

BIT BITUMINOUS, BITUMEN

BLDG BUILDING

BLKG BLOCKING

BLKHD BULKHEAD

BLW BELOW

BM BEAM

BOS BOTTOM OF STEEL

BOT BOTTOM

BRG BEARING

BTWN BETWEEN

BUR BUILT-UP ROOF

C-C CENTER TO CENTER

CAB CABINET

CEM CEMENT

CFS COLD FORMED STEEL

CIP CAST-IN-PLACE

CJ CONTROL JOINT

CL CENTER LINE

CLG CEILING

CLO CLOSET

CLR CLEAR(ANCE)

CMU CONCRETE MASONRY UNIT

COL COLUMN

COM COMMUNICATIONS

CONC CONCRETE

COND CONDITION

CONFIG(S) CONFIGURATION(S)

CONST CONSTRUCTION

CONT CONTINUOUS

COORD COORDINATE

CORR CORRIDOR

CPT CARPET(ED)

CT CERAMIC TILE

CTR CENTER

D DEEP/DEPTH

DBL DOUBLE

DEG DEGREE

No. Date Description
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PWT AS INDICATED

INSTALL COVE BASE 
USING EPOXY GROUT AT 
ALL LOCATIONS

PFT COVE BASE

PFT AS INDICATED

SECTION - NEW TILE OVER EXISTING CMU

PLAN - TYPICAL OUTSIDE CORNER DETAIL

METAL TRIM 
PIECE, AS 
SPECIFIED

PWT AS 
INDICATED

E
P

O
X

Y
 

G
R

O
U

T
S

T
A

N
D

A
R

D
 

G
R

O
U

T

EXISTING CEILING PWT OVER EXISTING TILE, INSTALLED 
PER TILE COUNCIL OF NORTH AMERICA 
DETAIL TR713-15

SECTION - NEW TILE OVER EXISTING WALL TILE

EXISTING PARTITION

PFT COVE BASE

BOND COAT OVER EXISTING PWT & PFT

PLAN - TYPICAL OUTSIDE CORNER DETAIL
NEW TILE OVER EXISTING WALL TILE

METAL TRIM PIECE, AS SPECIFIED

PWT OVER EXISTING PWT AS 
INDICATED, INSTALLED PER TILE 
COUNCIL OF NORTH AMERICA 
DETAIL TR713-15

BOND COAT OVER EXISTING PWT

PFT AS INDICATED
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INSTALL COVE BASE USING EPOXY 
GROUT AT ALL LOCATIONS
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TA-01
TOILET TISSUE

DISPENSER

TA-02
PAPER TOWEL

DISPENSER

TA-06
SOAP

DISPENSER

TA-07
18"

GRAB BAR

TA-08/ TA-09
36"/ 42"

GRAB BAR

TA-10
SANITARY

NAPKIN
DISPOSAL
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"36" @ TA-08

42" @ TA-09

NOTES:
1. THE FOLLOWING ACCESSORIES SHALL BE FURNISHED BY OWNER AND INSTALLED BY CONTRACTOR: 
TA-01, TA-02, TA-06
2. ACCESSORIES SHALL BE INSTALLED AT LOCATIONS INDICATED ON PLANS AND IN ACCORDANCE WITH ICC ANSI 1017.1
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DASHED LINES INDICATE EXISTING ELEMENTS 
TO BE  DEMOLISHED DURING CONSTRUCTION. 
REFER TO SHEET KEYNOTES FOR ELEMENTS 
TO BE REMOVED AND REINSTALLED.

INDICATES EXISTING WALL 
TO REMAIN

SACT-01 : 2' x 2' ACOUSTICAL 
CEILING PANEL

GRILLE OR DIFFUSER - EXISTING

1' X 4' RECESSED LIGHT - EXISTING

2' X 2' RECESSED LIGHT - EXISTING

2' X 4' RECESSED LIGHT - EXISTING

1' X 4' SURFACE MTD LIGHT - EXISTING

2' X 4' SURFACE MTD LIGHT - EXISTING

REF.  PLAN
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TYPICAL TOILET COMPARTMENT

TYPICAL WHEELCHAIR ACCESSIBLE 

TOILET COMPARTMENT

5' - 0"

32" U.N.O.
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TYPICAL AMBULATORY TOILET 

COMPARTMENT
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NOTE:  LOCATIONS AND DIMENSIONS OF NEW TOILET 
COMPARTMENT LAYOUTS WILL VARY FROM TYPICAL 
DIMENSIONS SHOWN HERE. REFER TO PLANS AND 
COORDINATE WITH EXISTING CONDITIONS.
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REF. PLAN

DASHED LINES INDICATE EXISTING CONSTRUCTION TO BE REMOVED U.N.O., REMOVAL OF PARTITIONS INCLUDES REMOVAL OF ALL ITEMS FIXED TO 
PARTITIONS (DOORS, CASEWORK, ELECTRICAL, PLUMBING, ETC.). EXTENT OF SELECTIVE DEMOLITION SHALL BE AS REQUIRED FOR INSTALLATION OF 
NEW WORK. EXISTING WORK TO REMAIN, IF DAMAGED BY DEMOLITION OPERATIONS, SHALL BE REPAIRED TO MATCH ORIGINAL SURFACE CONDITION
OR AS INDICATED IN THE DRAWINGS.

ALL CEILING FINISHES ARE TO REMAIN UNLESS NOTED OTHERWISE.

TYPICAL DEMO/REMOVE AND REINSTALL SCOPE AT RESTROOM UNLESS NOTED OTHERWISE: 
PLUMBING FIXTURES (TOILETS, URINALS): REMOVE AND PROTECT DURING WORK. REINSTALL DURING NEW WORK AND RESTORE TO 
FUNCTIONING CONDITION. PRIOR TO REMOVAL, VERIFY PROPER FUNCTION OF EACH FIXTURE AND RECORD DEFICIENT FIXTURES IN 
MEMO TO OWNER.
LAVATORIES: DEMOLISH LAVATORIES AND FAUCETS. WHERE EXISTING, LAVATORY CARRIERS SHALL REMAIN IN PLACE AND BE INSPECTED FOR 
REUSE. EXPOSED SUPPLY AND WASTE PIPING SHALL BE DEMOLISHED AS REQUIRED TO INSTALL NEW WORK.
DEVICES, ALARMS, SENSORS, SURFACE RACE WAYS, RECEPTACLE AND SWITCH PLATES, DOOR STOPS, WALL  MOUNTED LIGHT FIXTURES:
REMOVE AND PROTECT DURING WORK. REINSTALL AFTER FINISH WORK IS COMPLETE. PROVIDE JUNCTION BOX EXTENDERS AS REQUIRED TO 
ACCOMODATE NEW FINISHES. INSTALL BLANK COVER PLATES AT UNUSED JUNCTION BOXES.
TOILET PARTITIONS: DEMOLISH ALL EXISTING TOILET PARTITIONS UNLESS NOTED OTHERWISE.
TOILET ACCESSORIES: REMOVE ALL SOAP DISPENSERS, TOILET PAPER DISPENSERS, PAPER TOWEL DISPENSERS, HAND DRYERS, SANITARY 
NAPKIN DISPOSALS, AND MIRRORS WITHOUT DAMAGING AND TURN OVER TO OWNER.

PROTECT FLOORS IN AREAS USED TO ACCESS CONSTRUCTION AREAS WITH MASONITE OR KRAFT PAPER. DAMAGED FLOOR FINISHES SHALL BE 
REPAIRED AND/OR REPLACED BY CONTRACTOR.

ADJUST HEIGHT OF CLEAN OUTS AND FLOOR DRAINS WITH THREADED EXTENSION SO THAT COVER IS FLUSH AND LEVEL WITH NEW FLOOR FINISH. 
IF DRAIN CANNOT BE ADJUSTED, OR IS IN DISREPAIR, REFER TO UNIT PRICES.

UNDERCUT DOORS AND REPOSITION KICK PLATES AS REQUIRED TO INSTALL NEW FLOORING AND TRANSITIONS/THRESHOLDS.

FLOORS: REMOVE IN ITS ENTIRETY TILE FLOORING AND MORTAR BED. ASSUME THICKSET MORTAR BED. PREPARE SLAB TO RECEIVE NEW TILE 
FLOORING, INCLUDING STRIPPING, GRINDING, FILLING, PATCHING, LEVELING AND OTHER METHODS AS REQUIRED TO PREPARE SLAB FOR INSTALLATION 
OF NEW WORK.

WHERE EXISTING CEILINGS ARE DEMOLISHED AND EXISTING LIGHTS ARE TO BE REUSED, LIGHT FIXTURES SHALL BE PROPERLY SUPPORTED AND 
PROTECTED WITH PLASTIC SHEETING FULLY ENCLOSING EACH FIXTURE DURING THE EXECUTION OF THE WORK.  FIXTURES SHALL BE REINSTALLED IN 
PER EXISTING LOCATIONS, EXCEPT WHERE INDICATED OTHERWISE ON DRAWINGS. ALL LOOSE WIRES/CABLES ABOVE CEILING SHALL BE SECURED AS 
REQUIRED TO CARRY OUT THE WORK. 

1.

2.
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B.
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PNT-1: CEILING COLOR
PNT-2: HOLLOW METAL DOOR FRAMES
PNT-3: WALL FIELD COLOR
PNT-4: WALL ACCENT COLOR

PWT-1: 100%

INSTALL COVE 
BASE TILE WITH 
EPOXY GROUT, 
TO MATCH 
FLOOR TILE AS 
SPECIFIED

NOTES: 
1. INSTALL TILE IN QUANTITIES AND ARRANGEMENTS INDICATED HERE AT THE LOCATIONS AND EXTENTS INDICATED ON FINISH PLANS.
2. AT WALLS WHERE TOILETS AND URINALS ARE LOCATED, INSTALL WALL TILE WITH EPOXY GROUT FOR FULL HEIGHT OF WALL.
3. FLOOR TILE PATTERNS ARE SHOWN ON FINISH PLANS
4. AT AGNOR HURT ELEMENTARY SCHOOL, WALL TILE IS ADDITIVE BID ITEM #1.  REFER TO FINISH PLANS FOR BASE BID SCOPE.

WALL PATTERN 'A'

PWT-1: 10%

PWT-2: 90%

WALL PATTERN 'B'
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EXISTING VCT

MARBLE THRESHOLD

TILE FLOORING
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EXISTING TERRAZZO

RAMPED METAL THRESHOLD

TILE FLOORING
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/2
"

DOOR 1          7'-6" x 3'-4" (V.I.F.) WD FG 01

DOOR 2 7'-0" x 3'-0" WD FG 02

H x W       MAT.       TYPE       HW

NOTES:
1. ALL GLAZING IN DOORS AND HOLLOW METAL FRAMES SHALL BE 

1/4" CLEAR TEMPERED FLOAT GLASS, REF. SPECIFICATIONS
2. DOOR 1:  COORDINATE DOOR SIZE WITH MODIFICATIONS TO 

EXIST. ALUMINUM STOREFRONT FRAME. VERIFY ALL 
DIMENSIONS IN FIELD.  

BOYS RESTROOM

GIRLS RESTROOM

MEDIA CENTER

BOYS RESTROOM
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LEGENDS, NOTES,
AND KEY PLAN

KHKS

401 MCINTIRE ROAD,
CHARLOTTESVILLE, VIRGINIA 22902

BID DOCUMENTS

FEBRUARY 5, 2021

AGNOR HURT & GREER
ELEMENTARY SCHOOLS
RESTROOM FINISHES
UPGRADESALBEMARLE COUNTY
PUBLIC SCHOOLS

TYPICAL DETAILS 1 1/2" = 1'-0"

TOILET BATH LAUNDRY ACCESSORY MOUNTING HEIGHTS 3/8" = 1'-0"

DEMOLITION LEGEND CEILING LEGEND

TYPICAL TOILET COMPARTMENT LAYOUTS 3/8" = 1'-0"

GENERAL DEMOLITION NOTES

PAINT LEGEND

TYPICAL TILE PATTERNS 1/2" = 1'-0"

MARKEBOARD/TACKBOARD SCHEDULE 3/8" = 1'-0"

TYPICAL FLOOR TRANSITIONS

REFERRED FROM:3" = 1'-0"A001 A101

1 TILE TO EXISTING VCT

AGNOR HURT ELEMENTARY SCHOOL - KEY PLAN TBD GREER ELEMENTARY SCHOOL - KEY PLAN TBD

REFERRED FROM:3" = 1'-0"A001 A101

2 TILE TO EXISTING TERRAZZO

DOOR TYPES AND SCHEDULE

Type Mark Type Comments Width Height

TB4 TACKBOARD 4' - 0" 8' - 0"

TB12 TACKBOARD 12' - 0" 4' - 0"

MB16 MARKER BOARD 16' - 0" 8' - 0"

No. Date Description

2/5/2021



GIRLS

BOYS

D1

D2

D3

D2

D3

D4

D5

D4

D5

PER EXIST. BUILDING PLUMBING DRAWINGS, 
WATER SUPPLY SHUT-OFF VALVES ARE AT THIS 
LOCATION. VERIFY VALVE LOCATIONS PRIOR TO 
BEGINNING DEMOLITION.  UTILIZE VALVES TO 
ISOLATE RESTROOMS FROM WHOLE BUILDING 
SUPPLY SYSTEM IN ORDER TO PERFORM WORK.
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9
' 
- 

1
0
 3

/4
" 

+
/-

 V
IF

5
'-
0

"
2

'-
0

"

4'-7 1/4" 3'-1" 2'-7"
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ADDITIVE BID #1 SCOPE

ADDITIVE BID #1 SCOPE

BOYS

D2

D3

D4

D5

D6

D6

NOTE:  
PRIOR TO BEGINNING DEMOLITION 
WORK, INSTALL NEW SHUT-OFF 
VALVES ON HOT AND COLD WATER 
SUPPLY PIPING TO RESTROOMS IN A 
LOCATION THAT ALLOWS ISOLATION 
OF RESTROOMS FROM BUILDING 
WATER SUPPLY. THIS WILL ALLOW ALL 
WORK TO OCCUR WITHIN RESTROOMS 
WITHOUT WHOLE-BUILDING WATER 
SUPPLY SHUT-DOWNS.
LOCATION OF NEW SHUT-OFF VALVES 
SHALL BE COORDINATED WITH 
OWNER AND BUILDING FACILITY 
MANAGER.

BOYS

1'-6"

+/-

2'-0"

1'-3"

1'-3"

+/-

2'-10 1/2"

3

7
11

11

TA06

TA02

6

2'
-0

"

5'
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"

TA14

FINAL LOCATION OF 
MIRROR TO BE 
DETERMINED IN FIELD
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TTE
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N
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A001

1

1

17

GIRLS D2

D3

D4

D5

NOTE:  
PRIOR TO BEGINNING DEMOLITION 
WORK, INSTALL NEW SHUT-OFF 
VALVES ON HOT AND COLD WATER 
SUPPLY PIPING TO RESTROOMS IN A 
LOCATION THAT ALLOWS ISOLATION 
OF RESTROOMS FROM BUILDING 
WATER SUPPLY. THIS WILL ALLOW ALL 
WORK TO OCCUR WITHIN RESTROOMS 
WITHOUT WHOLE-BUILDING WATER 
SUPPLY SHUT-DOWNS.
LOCATION OF NEW SHUT-OFF VALVES 
SHALL BE COORDINATED WITH 
OWNER AND BUILDING FACILITY 
MANAGER.

GIRLS
2'-7 3/4" 2'-7 3/4"

5
'-
1

"EQ EQ EQ EQ

3
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TA02

TA06

2

18
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 B

TILE B

8

2

A001

A

1

17

GENERAL NOTES

G1 PERFORM WORK IN ACCORDANCE WITH 
APPLICABLE LAWS, ORDINANCES, CODES, 
AND REQUIREMENTS. GC SHALL OBTAIN 
ALL PERMITS AND APPROVALS AS 
REQUIRED FOR THE COMPLETION OF THE 
WORK BY THE AUTHORITY HAVING 
JURISDICTION.

G2 FIELD VERIFY ALL CONDITIONS AND 
DIMENSIONS. REVIEW CONTRACT 
DOCUMENTS. NOTIFY THE ARCHITECT OF 
ANY DISCREPANCIES OR OMISSIONS IN 
WRITING PRIOR TO COMMENCEMENT OF 
THE WORK. PROCEED AFTER RECEIPT OF 
DIRECTION FROM THE ARCHITECT.

G3 DIMENSIONS ARE TO THE FINISH FACE 
UNLESS OTHERWISE NOTED.

G4 ALL WORK IS NEW UNLESS INDICATED 
OTHERWISE.
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A101

RESTROOM DEMO,
NEW WORK, CEILING

& FINISH PLANS

KHKS

401 MCINTIRE ROAD,
CHARLOTTESVILLE, VIRGINIA 22902

BID DOCUMENTS

FEBRUARY 5, 2021

AGNOR HURT & GREER
ELEMENTARY SCHOOLS
RESTROOM FINISHES
UPGRADESALBEMARLE COUNTY
PUBLIC SCHOOLS

REFERRED FROM:1/4" = 1'-0"A101

1 DEMOLITION PLAN - AGNOR HURT E.S.
REFERRED FROM:1/4" = 1'-0"A101

2 NEW WORK PLAN - AGNOR HURT E.S.
REFERRED FROM:1/4" = 1'-0"A101

3 REFLECTED CEILING PLAN - AGNOR HURT E.S.

REFERRED FROM:1/4" = 1'-0"A101

4 FINISH PLAN - AGNOR HURT E.S.

REFERRED FROM:1/4" = 1'-0"A101

5 DEMOLITION PLAN - GREER E.S. - BOYS
REFERRED FROM:1/4" = 1'-0"A101

6 NEW WORK PLAN - GREER E.S. - BOYS
REFERRED FROM:1/4" = 1'-0"A101

7 REFLECTED CEILING PLAN - GREER E.S. - BOYS
REFERRED FROM:1/4" = 1'-0"A101

8 FINISH PLAN - GREER E.S. - BOYS

REFERRED FROM:1/4" = 1'-0"A101

9 DEMOLITION PLAN - GREER E.S. - GIRLS
REFERRED FROM:1/4" = 1'-0"A101

10 NEW WORK PLAN - GREER E.S. - GIRLS
REFERRED FROM:1/4" = 1'-0"A101

11 REFLECTED CEILING PLAN - GREER E.S. - GIRLS
REFERRED FROM:1/4" = 1'-0"A101

12 FINISH PLAN - GREER E.S. - GIRLS

DEMOLITION KEYNOTES

D8 REMOVE COAT HOOKS, FASTENERS AND ANCHORS. FILL AND
PATCH REMAINING HOLES.

D9 DEMOLISH VCT FLOOR TILE AND WOOD OR RESILIENT BASE
TRIM, REMOVE ADHESIVE FOR FULL EXTENTS OF SPACE.
PREPARE SLAB TO RECIEVE NEW FLOOR FINISHES.

D10 DEMOLISH SUSPENDED CEILING SYSTEM AND ALL GRIDS,
TRACKS, HANGES AND FASTENERS

D11 REMOVE EXISTING WINDOW SHADES, BRACKETS AND
FASTENERS. PATCH ALL HOLES.

D12 REMOVE MARKERBOARD AND FASTENERS AND TURN OVER TO
OWNER. PATCH ALL HOLES IN WALL.

D13 EXISTING ALUMINUM STOREFRONT FRAME SHALL BE
MODIFIED TO ACCOMODATE NEW DOOR. REFER TO ELEVATION
4/A102

D14 DEMOLISH TACKBOARD AND/OR TACKSTRIP

DEMOLITION KEYNOTES

D1 REMOVE COUNTER AND BRACKETS. DEMOLISH CHASE WALL
AS REQUREID FOR INSTALLATION OF SINK CARRIERS.

D2 DEMOLISH TILE, GROUT AND MORTAR FROM FLOOR. PREPARE
SUBSTRATE FOR NEW TILE FINISH.

D3 PLUMBING FIXTURES: A. REMOVE TOILETS, URNINALS, AND
ASSOCIATED VALVES AND PIPING AND PROTECT FOR
REINSTALLATION, B. DEMOLISH LAVATORIES AND FAUCETS.

D4 REMOVE TOILET PARTITIONS AND ALL SUPPORTS AND
FASTENERS. PATCH HOLES IN WALLS, FLOORS, AND CEILINGS.

D5 REMOVE ALL EXISTING TOILET PAPER DISPENSERS, PAPER
TOWEL DISPENSERS, AND SOAP DISPENSERS WITHOUT
DAMAGING AND TURN OVER TO OWNER.

D6 REMOVE EXISTING ALUMINUM EXPANSION JOINT COVER AND
PROTECT FOR REINSTALLATION.

D7 REMOVE TACKBOARD, STORE AND PROTECT FOR
REINSTALLATION

NEW WORK KEYNOTES

9 REMOVE, CLEAN, AND REPAINT ALL EXISTING CEILING
GRILLES AND DIFFUSERS, AND REINSTALL IN EXISTING
LOCATIONS.

10 WHERE EXISTING WALLS WERE REMOVED, PATCH AND
REPAIR CEILING TO MATCH EXISTING DRYWALL FINISH

11 REINSTALL EXISTING ALUMINUM EXPANSION JOINT COVER

12 NEW CEILING SHALL BE INSTALLED AT SAME HEIGHT AS
EXISTING CEILING. REINSTALL EXISITNG LIGHTS IN SAME
LOCATIONS AS EXISTING.

13 NEW CEILING SHALL BE INSTALLED AT SAME HEIGHT AS
EXISTING CEILING. EXISTING LIGHTS SHALL BE REINSTALLED
AT LOCATIONS INDICATED

14 REINSTALL EXISTING TACKBOARD AFTER PAINTING IS
COMPLETE

15 INFILL DOOR OPENING WITH 2 1/12" METAL STUDS AND 5/8"
DRYWALL.  FACE OF DRYWALL TO BE FLUSH WITH FACE OF
CMU. SEAL ALL EDGES. PAINT BY OTHERS.

16 NEW HOLLOW METAL FRAME, REFER TO ELEVATION 6/A102

17 TOP OF URINAL PARTITION AT THIS LOCATION TO BE 76" AFF

18 PAINT EXISTING WOOD DOOR IN COLOR TO MATCH EXISTING

19 PROVIDE NEW LAVATORY, FAUCET, FITTINGS AND OTHER
ACCESSORIES REQUIRED FOR COMPLETE INSTALL. NEW
LAVATORY TO BE AT SAME LOCATION AND HEIGHT AS
EXISTING. REFER TO PLUMBING SPECIFICATIONS.

NEW WORK KEYNOTES

1 PAINT HOLLOW METAL DOOR FRAME, ALL SIDES.

2 REMOVE EXIST. RACEWAY.  CHANNEL EXIST. CMU WALL AND
TILE IN ORDER TO INSTALL CONCEALED METAL CONDUIT AND
BOXES FOR DEVICE WIRING. PATCH WALL AS REQ'D TO
INSTALL NEW FINISHES, REINSTALL DEVICES.

3 REINSTALL ALL EXISTING TOILET AND URINAL FIXTURES AT
EXIST. LOCATIONS. REFER TO PLUMBING DRAWINGS FOR
HEIGHTS. PROVIDE MISC. HARDWARE, FITTINGS, FASTENERS,
ESCUTCHEONS, AND OTHER ACCESSORIES REQUIRED FOR
COMPLETE AND FINISHED INSTALLATION.

4 PAINT EXISTING DRYWALL CEILING, REFER TO A001 FOR
PAINT SCHEDULE.

5 NEW FLOOR DRAIN COVER. ADJUST HEIGHT OF DRAIN WITH
THREADED EXTENSION SO THAT DRAIN COVER IS FLUSH AND
LEVEL WITH NEW FLOOR FINISH.

6 REMOVE EXISTING ACCESS DOOR PANEL AND REINSTALL
AFTER FINISHES INSTALLATION. PAINT ACCESS DOOR.

7 INSTALL TILE FLOORING, REFER TO PATTERN ON FINISHES
PLAN.

8 ALL WALLS TO RECEIVE TILE. REFER TO WALL PATTERN
TYPES 'A' AND 'B' ON A001. WHERE NEW TILE IS TO BE
INSTALLED OVER EXISTING TILE, REFER TO TYPICAL DETAIL
ON A001 FOR ASSEMBLY.

NOTE:
BASE BID SCOPE: PAINT ALL WALLS, PER FINISH PLAN 
ADDITIVE BID #1 SCOPE: NEW TILE FINISH ON ALL WALLS, PER FINISH PLAN

No. Date Description

NOTE: DEMOLITION KEYNOTES IN THIS LEGEND 

APPLY TO SHEETS A101 & A102

NOTE: NEW WORK KEYNOTES IN THIS LEGEND 

APPLY TO SHEETS A101 & A102

2/5/2021



A102

45

A102

6

MB16

14

14

TB4
15

1

2

TB12

16

TB4

D7

D8

D9

D9

D9

D9
DASHED LINE OF 
CEILING OVERHEAD

D10

A102

4

D10

D10

D10

D7

D11

D11

D12

D13

D14

D14

NOTE:
EXISTING WALL IS KNOWN TO CONTAIN HAZARDOUS MATERIALS IN THE FORM OF ACM 
IN THE BLOCK FILLER APPLIED TO THE EXISTING MASONRY. 
CONTRACTOR SHALL BE RESPOSIBLE FOR DEMOLITION AND DISPOSAL OF HAZARDOUS 
MATERIALS IN COMPLIANCE WITH APPLICABLE LAWS AND REGULATIONS. 
THE OWNER WILL PROCURE AND PAY FOR TESTING SERVICES.
THE CONTRACTOR SHALL NOTIFY THE ARCHITECT AND OWNER IF MATERIALS 
SUSPECTED TO CONTAIN HAZARDOUS MATERIALS ARE FOUND.  OWNER WILL ASK 
CONTRACTOR TO COORDINATE ADDITIONAL ABATEMENT ACTIVITIES, BEYOND THAT OF 
THE IDENTIFIED BLOCK FILLER, VIA A CHANGE ORDER REQUEST. OWNER WILL 
PROCURE AND PAY FOR TESTING. 

NO WORK IN UPPER CEILING

EXISTING BULKHEAD TO REMAIN

12

12

12

12

12

13

LIGHTS SHOWN ARE EXISTING

REMOVE EXISTING ALUMINUM STOREFRONT 
FRAMING MEMBERS INDICATED WITH DASHED 
LINES AND GLAZING UNIT CONTAINED BY MEMBERS

DEMOLISH METAL STUD AND DRYWALL PARTITION 
BELOW REMOVED PORTION OF WINDOW

PORTION OF EXISTING 
ALUMINUM STOREFRONT TO 
REMAIN

V
.I

 .
F

.

7
'-
6

" 
+

/-

V.I.F.

3'-4" +/-

WOOD DOOR WITH GLAZING PANEL

NEW 2"x4.5" ALUMINUM STOREFRONT 
FRAMING MEMBERS FO TYPE TO 
RECEIVE WOOD DOOR, PREPPED FOR 
INDICATED HARDWARE, SECURE TO 
EXISTING FRAMING MEMBERS

PATCH AND REFINISH DRYWALL ON 
ALL SIDES OF DOOR AND AT ROOM 
AND CORRIDOR SIDE OF WALL

1 AT ROOM AND CORRIDOR 
SIDES OF WALL, TRIM 
AND MODIFY EXISTING 
WOOD BASE AND SHOE 
MOLDING TO WORK TO 
NEW DOOR OPENING

V.I.F.

16'-0" +/-

3' - 3" 3' - 2 1/4" 3' - 2 1/4" 3' - 2 1/4" 3' - 2 1/4"

8
'-
0

"

7
'-
0

"

3
'-
6

" 
+

/-

3'-0"

7

A102

2

MATCH HEIGHT OF 
EXIST. STOREFRONT 
BOTTOM MULLION

CUT, TRIM, AND/OR 
MODIFY EXISTING 
WOOD BASE TO 
TERMINATE IN A FLUSH 
MANNER INTO FACE OF 
NEW HOLLOW METAL 
FRAME, ALL SIDES

5 7/8"

HOLLOW METAL FRAME

5/8" DRYWALL ON
3 5/8" METAL STUDS AT 16" O.C. 
WITH 3" ACOUSTIC BATT INSULATION

SEALANT, ALL SIDES

4 7/8" ADJACENT CEILING

M
IN

.

4
"

METAL STUD KICKERS 
BRACING WALL TO ROOF 
STRUCTURE AT 48" O.C.
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GREER E.S. MEDIA
CENTER DEMO, NEW
WORK AND CEILING

PLANS

KSKS

401 MCINTIRE ROAD,
CHARLOTTESVILLE, VIRGINIA 22902

BID DOCUMENTS

FEBRUARY 5, 2021

AGNOR HURT & GREER
ELEMENTARY SCHOOLS
RESTROOM FINISHES
UPGRADESALBEMARLE COUNTY
PUBLIC SCHOOLS

REFERRED FROM:1/8" = 1'-0"A102

1 GREER ES MEDIA CENTER NEW WORK PLAN
REFERRED FROM:1/8" = 1'-0"A102

2 GREER ES MEDIA CENTER DEMOLITION PLAN

REFERRED FROM:1/8" = 1'-0"A102

3 GREER ES MEDIA CENTER CEILING PLAN

DEMOLITION KEYNOTES

D8 REMOVE COAT HOOKS, FASTENERS AND ANCHORS. FILL AND
PATCH REMAINING HOLES.

D9 DEMOLISH VCT FLOOR TILE AND WOOD OR RESILIENT BASE
TRIM, REMOVE ADHESIVE FOR FULL EXTENTS OF SPACE.
PREPARE SLAB TO RECIEVE NEW FLOOR FINISHES.

D10 DEMOLISH SUSPENDED CEILING SYSTEM AND ALL GRIDS,
TRACKS, HANGES AND FASTENERS

D11 REMOVE EXISTING WINDOW SHADES, BRACKETS AND
FASTENERS. PATCH ALL HOLES.

D12 REMOVE MARKERBOARD AND FASTENERS AND TURN OVER TO
OWNER. PATCH ALL HOLES IN WALL.

D13 EXISTING ALUMINUM STOREFRONT FRAME SHALL BE
MODIFIED TO ACCOMODATE NEW DOOR. REFER TO ELEVATION
4/A102

D14 DEMOLISH TACKBOARD AND/OR TACKSTRIP

DEMOLITION KEYNOTES

D1 REMOVE COUNTER AND BRACKETS. DEMOLISH CHASE WALL
AS REQUREID FOR INSTALLATION OF SINK CARRIERS.

D2 DEMOLISH TILE, GROUT AND MORTAR FROM FLOOR. PREPARE
SUBSTRATE FOR NEW TILE FINISH.

D3 PLUMBING FIXTURES: A. REMOVE TOILETS, URNINALS, AND
ASSOCIATED VALVES AND PIPING AND PROTECT FOR
REINSTALLATION, B. DEMOLISH LAVATORIES AND FAUCETS.

D4 REMOVE TOILET PARTITIONS AND ALL SUPPORTS AND
FASTENERS. PATCH HOLES IN WALLS, FLOORS, AND CEILINGS.

D5 REMOVE ALL EXISTING TOILET PAPER DISPENSERS, PAPER
TOWEL DISPENSERS, AND SOAP DISPENSERS WITHOUT
DAMAGING AND TURN OVER TO OWNER.

D6 REMOVE EXISTING ALUMINUM EXPANSION JOINT COVER AND
PROTECT FOR REINSTALLATION.

D7 REMOVE TACKBOARD, STORE AND PROTECT FOR
REINSTALLATION

REFERRED FROM:1/4" = 1'-0"A102 A102

4 ELEVATION- WINDOW DEMOLITION

REFERRED FROM:1/4" = 1'-0"A102

5 ELEVATION - WINDOW MODIFICATION

REFERRED FROM:1/4" = 1'-0"A102 A102

6 ELEVATION - HOLLOW METAL FRAME

NEW WORK KEYNOTES

9 REMOVE, CLEAN, AND REPAINT ALL EXISTING CEILING
GRILLES AND DIFFUSERS, AND REINSTALL IN EXISTING
LOCATIONS.

10 WHERE EXISTING WALLS WERE REMOVED, PATCH AND
REPAIR CEILING TO MATCH EXISTING DRYWALL FINISH

11 REINSTALL EXISTING ALUMINUM EXPANSION JOINT COVER

12 NEW CEILING SHALL BE INSTALLED AT SAME HEIGHT AS
EXISTING CEILING. REINSTALL EXISITNG LIGHTS IN SAME
LOCATIONS AS EXISTING.

13 NEW CEILING SHALL BE INSTALLED AT SAME HEIGHT AS
EXISTING CEILING. EXISTING LIGHTS SHALL BE REINSTALLED
AT LOCATIONS INDICATED

14 REINSTALL EXISTING TACKBOARD AFTER PAINTING IS
COMPLETE

15 INFILL DOOR OPENING WITH 2 1/12" METAL STUDS AND 5/8"
DRYWALL.  FACE OF DRYWALL TO BE FLUSH WITH FACE OF
CMU. SEAL ALL EDGES. PAINT BY OTHERS.

16 NEW HOLLOW METAL FRAME, REFER TO ELEVATION 6/A102

17 TOP OF URINAL PARTITION AT THIS LOCATION TO BE 76" AFF

18 PAINT EXISTING WOOD DOOR IN COLOR TO MATCH EXISTING

19 PROVIDE NEW LAVATORY, FAUCET, FITTINGS AND OTHER
ACCESSORIES REQUIRED FOR COMPLETE INSTALL. NEW
LAVATORY TO BE AT SAME LOCATION AND HEIGHT AS
EXISTING. REFER TO PLUMBING SPECIFICATIONS.

NEW WORK KEYNOTES

1 PAINT HOLLOW METAL DOOR FRAME, ALL SIDES.

2 REMOVE EXIST. RACEWAY.  CHANNEL EXIST. CMU WALL AND
TILE IN ORDER TO INSTALL CONCEALED METAL CONDUIT AND
BOXES FOR DEVICE WIRING. PATCH WALL AS REQ'D TO
INSTALL NEW FINISHES, REINSTALL DEVICES.

3 REINSTALL ALL EXISTING TOILET AND URINAL FIXTURES AT
EXIST. LOCATIONS. REFER TO PLUMBING DRAWINGS FOR
HEIGHTS. PROVIDE MISC. HARDWARE, FITTINGS, FASTENERS,
ESCUTCHEONS, AND OTHER ACCESSORIES REQUIRED FOR
COMPLETE AND FINISHED INSTALLATION.

4 PAINT EXISTING DRYWALL CEILING, REFER TO A001 FOR
PAINT SCHEDULE.

5 NEW FLOOR DRAIN COVER. ADJUST HEIGHT OF DRAIN WITH
THREADED EXTENSION SO THAT DRAIN COVER IS FLUSH AND
LEVEL WITH NEW FLOOR FINISH.

6 REMOVE EXISTING ACCESS DOOR PANEL AND REINSTALL
AFTER FINISHES INSTALLATION. PAINT ACCESS DOOR.

7 INSTALL TILE FLOORING, REFER TO PATTERN ON FINISHES
PLAN.

8 ALL WALLS TO RECEIVE TILE. REFER TO WALL PATTERN
TYPES 'A' AND 'B' ON A001. WHERE NEW TILE IS TO BE
INSTALLED OVER EXISTING TILE, REFER TO TYPICAL DETAIL
ON A001 FOR ASSEMBLY.

REFERRED FROM:1 1/2" = 1'-0"A102 A102

7 HM FRAME HEAD DETAIL

No. Date Description

NOTE: DEMOLITION KEYNOTES IN THIS LEGEND 

APPLY TO SHEETS A101 & A102

NOTE: NEW WORK KEYNOTES IN THIS LEGEND 

APPLY TO SHEETS A101 & A102

2/5/2021



SCHOOL PSYCH
OFFICE

105

SMALL
GROUP/MEETING

106

TV/GREEN ROOM

104

LIBRARIAN
OFFICE

103

LIBRARY

101

BOOK
STOR/DATA

102

PNT-6, ALL WALLS

PNT-5

P
N
T-5

PNT-4
NO WORK IN 
THIS ROOM

CRK-1: CORK FLOORING
MANUFACTURER: CAPRI CORK
STYLE: MEDITERRA - HOMOGENOUS 
COLOR: MEDIUM

FLOOR FINISH LEGEND

CPT-1: FIELD CARPET
MANUFACTURER: PATCRAFT
STYLE: FLUTTER I0349
COLOR: 00510 SILVER QUEEN

CPT-2: ACCENT CARPET
MANUFACTURER: PATCRAFT
STYLE: FLUTTER I0349
COLOR: 00325 GREEN SWALLOWTAIL

CPT-3: ACCENT CARPET
MANUFACTURER: PATCRAFT
STYLE: FLUTTER I0349
COLOR: 00545 CLOUDED YELLOW

PNT-1: CEILING COLOR: SW7012 CREAMY
PNT-2: DOOR AND FRAME COLOR, WHERE INDICATED: 
SW6122 CAMELBACK
PNT-3: FIELD PAINT COLOR, ALL WALLS UNLESS NOTED 

OTHERWISE
PNT-4: ACCENT PAINT COLOR: SW6460 KALE GREEN
PNT-5: ACCENT PAINT COLOR: SW6423 RYEGRASS
PNT-6: ACCENT PAINT COLOR: SW6461 ISLE OF PINES

PAINT LEGEND

1. WALL BASE:   PROVIDE NEW RESILIENT BASE IN ALL 
SPACES WHERE NEW VCT FLOOR TILE IS PROVIDED. 

2. PAINT:  ALL SURFACES TO BE PAINTED SHALL BE 
PREPARED BY REMOVING LOOSE, FLAKING OR POORLY 
ADHERED PAINT.  FASTENERS, ANCHORS, OR OTHER 
ITEMS ATTACHED TO WALLS SHALL BE REMOVED. 
HOLES AND BLEMISHES SHALL BE FILLED AND MADE TO 
MATCH ADJACENT FINISHED SURFACES. 

3. EXISTING PAINTED CASEWORK, SHELVING, CABINETS 
AND WALL TRIM ELEMENTS SHALL BE PROTECTED 
DURING WORK.  CONTRACTOR SHALL REPAIR ANY 
DAMAGE INCURRED DURING THE WORK BY PATCHING, 
FILLING AND/OR REPAINTING OR OTHER REQUIRED 
METHODS. 

GENERAL NOTES

REFERRED FROM:1/8" = 1'-0"A103

1 NEW WORK - GREER MEDIA CENTER

PAINT DOOR AND FRAME, 
MEDIA CENTER SIDE, TO 
MATCH ADJACENT WALL

PAINT DOORS AND 
FRAMES, PNT-2, BOTH 
SIDES

PAINT DOOR AND FRAME, 
PNT-2, MEDIA CENTER 
SIDE
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GREER E.S.MEDIA
CENTER FINISH PLAN

ERKS

401 MCINTIRE ROAD,
CHARLOTTESVILLE, VIRGINIA 22902

BID DOCUMENTS

FEBRUARY 5, 2021

AGNOR HURT & GREER
ELEMENTARY SCHOOLS
RESTROOM FINISHES
UPGRADESALBEMARLE COUNTY
PUBLIC SCHOOLS

No. Date Description

2/5/2021
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